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PREFACE

The complete documentation package for the MCE8040, MCEB8040V, MC68LC040,
MC6BECG40, and MCB8EC040V (collectively called M68040) consists of the
ME8040UM/AD, M68040 User's Manual and the MBBOOOPM/AD, M68000 Family
Programmer's Reference Manual. The M68040 User's Manual describes the capabilities,
operation, and programming of the M68040 32-bit third-generation microprocessors. The
ME8000 Family Programmer’s Reference Manual contains the complete instruction set for
the ME8000 family.

The introduction of this manual include= general information concerning the MC68040 and
summarizes the ditferences between the M68040 member devices, Additionally, three
appendices provide detailed information on how these M68040 dirivatives operate
differently from the MC68040. For detailed information on one of these MEB8040
dirivatives, use the following table to determine which appendices to read in conjunction
with the rest of this manual.

Device Number Appendices
MC68040V Appendix A MC68LC040 and Appendix C MC68040V and MCEBECD40Y
MC68LC040 Appendix A MC63LC040

MCE8EC040 Appendix B MC68EC040
MC8BEC0O40V Appendix B MC68EC040 and Appendix C MC68040Y and MCEBEC040Y

When reading this manual, remember to disregard information concerning floating-point
in reference to the MC68040V and MCE8LC040, and to disregard information concerning
floating-point and memory management in reference to the MCE8ECO040 and
MCB8EC040V. The organization of this manual is as follows:

Section 1 Introduction

Section 2 Integer Unit

Section 3 Memory Management Unit (Except MCB8EC040 and MCEBEC040V)
Section ¢ Instruction and Data Caches

Section 5 Signal Description

Section 6 IEEE 1149.1 Test Access Port (JTAG)

Section 7 Bus Operation

Section 8 Exception Processing

Section 9 Floating-Point Unit (MCE8040)

Section 10 fnstruction Timings

Section 11 MC68040 Electrical and Thermal Characteristics
Section 12 Ordering Information and Mechanical Data

Appendix A MC68LC040

Appendix B MCEBEC040

Appendix C MC68040V and MC68EC040V
Appendix D M68000 Family Summary

Appendix E Fioaling-Point Emulation (M68040FPSP)
Index
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SECTION 1
INTRODUCTION

The MC68040, MC68040V, MC68LC040, MCEBEC040, and MCB8EC040V (collectively
called ME8040) are Motorola’s third generation of M68000-compatible, high-periormance.
32-bit microprocessors. All five devices are virtual memory microprocessors employing
multiple concurrent execution units and a highly integrated architecture that provides very
high pertormance in a monolithic HCMOS device. They integrate an MC68030-compatible
integer unit (IU) and two independent caches. The MC68040, MC68040V, and
MC6BLCO40 contain dual, independent, demand-paged memory management units
(MMUs) for instruction and data stream accesses and independent, 4-Kbyte instruction
and data caches. The MCE8040 contains an MCE8881/MC68882-compatible floating-
point unit (FPU). The use of mutltiple independent execution pipelines, multiple internal
buses, and a full internal Harvard architecture, including separate physical caches for both
instruction and data accesses, achieves a high degree of instruction execution parallelism
on all three processors. The on-chip bus snoop logic, which directly supports cache
coherency in multimaster applications, enhances cache functionality,

The Me8040 family is user object-code compatible with previous M68000 family members
and is specifically optimized to reduce the execution time of compiler-generated code. Al
five processors implement Moterola's latest HCMOS technology, providing an ideal
balance between speed, power, and physical device size.

1.1 DIFFERENCES

Because the functionality of individual M68040 family members are similar, this manual is
organized so that the reader will take the following differences into account while reading
the rest of this manual. Unless otherwise noted, all references to MB8040, with the
exception of the differences outlined below, will apply to the MC68040, MC88040V,
MCB8LC040, MC68EC040, and MCB8EC040V. The following paragraphs describe the
ditferences of MC68040V, MCE8LC040, MC68EC040, and the MCBB8EC040V from the
MC68040.

1.1.1 MC68040V and MC68LC040

The MC68040V and MC68LCO040 are derivatives of the MC88040. They implement the
same IU and MMU as the MC68040, but have no FPU. The MCE8LC040 is pin compatible
with the MC68040. The MC68040V is not pin compatible with the MC68040 and contains
some additional features. The following differences exist between the MCES040V,
MCE8LC040, and MC68040:

MOTOROLA M68040 USER’S MANUAL i1
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= The DLE pin name has been changed to JSO on both the MCB8040V and
MCE8LCO40. In addition, the MCB8040V contains three new pins, system clock
disable (SCD), low frequency operation (LFO), and loss of clock (LOC).

* The MC68040V and MCE8LCO40 do not implement the data tatch enable (DLE),
multiplexed, or output buffer impedance selection modes of operation. They
implement only the small output buffer mode of operation. All timing and drive
capabilities on both devices are equivalent to those of the MC88040 in small output
buffer impedance mode. The MC68040V has an additional mode of operation, the
low-power stop mode of operation.

* The MC68040V and MCB8LC040 do not contain an FPU, causing unimplemented
floating-point exceptions to occur using a new stack frame format.

* The MC68040V is a 3.3 volt static microprocessor that operates down to 0 MHz.

For specific details on the MC68LC040, refer to Appendix A MC68LCO040. For specific
details on the MC68040V, refer to both Appendix A MCB88LC040 and Appendix C
MC68040V and MCGBECO040V. Disregard all information concerning the FPU when
reading the following subsections.

1.1.2 MC68EC040 and MC68EC040V

The MCB8EC040 and MCEBEC040V are derivatives of the MCE8040. They implement the
same IU as the MC68040, but have no FPU or MMU, which embedded control
applications generally do not require. The MCB8EC040 is pin compatible with the
MC&8040. The following differences exist between the MCE8EC040, MC68EC040V, and
the MC68040:

* The DLE and MDIS pin names have been changed to JS0 and JS1, respectively.

* PTEST and PFLUSH instructions cause an undetermined number of bus cycles; the
user should not execute these instructions.

* The access contro! unit (ACU) replaces the MMU. The MCB8EC040 and
MCBBEC040V ACU has two data and two instruction registers that are called data
and instruction transparent translation registers in the MC68040.

* The MCE8EC040 and MCE8EC040V do not implement the DLE, multiplexed, or
output buffer impedance selection modes of operation. They only implement the small
output buffer mode of operation. All MCE8EC040 and MCB8EC040V timing and drive
capabilities are equivalent to the MC68040 in small output buffer mode.

* The MCB8EC040 and MCB8EC040V do not contain an FPU, causing unimplemented
floating-point exceptions to occur using a new stack frame format.

* The MC68040V is a 3.3 volt static microprocessor that operates down to 0 MHz.

Refer to Appendix B MC68EC040 for specific details on the MCE8EC040. Refer to
Appendix B MC6BEC040 and Appendix C MC68040V and MC68EC040V for specific
details on the MCEBEC040V. Disregard information concerning the FPU and MMU
when reading the following subsections.
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1.2 FEATURES

The main features of the M68040 are as follows:
* 6-Stage Pipeline, MC68030-Compatible U
* MCE8881/MC68882-Compatible FPU
* Independent Instruction and Data MMUs

* Simultaneously Accessible, 4-Kbyte Physical Instruction Cache and 4-Kbyte Physical
Data Cache

* Low-Latency Bus Accesses for Reduced Cache Miss Penalty

* Multimaster/Multiprocessor Support via Bus Snooping

* Concurrent IU, FPU, MMU, and Bus Controller Operation Maximizes Throughput

* 32-Bit, Nonmutltiplexed External Address and Data Buses with Synchronous Interface
* User Object-Code Compatible with All Earlier M68000 Microprocessors

* 4-Gbyte Direct Addressing Range

* Software Support Including Optimizing C Compiler and UNIX® System V Port

The on-chip FPU and large physical instruction and data caches yield improved system
performance and increased functionality. The independent instruction and data MMUs and
increased internal parallelism also improve performance.

1.3 EXTENSIONS TO THE M68000 FAMILY

The M68040 is compatible with the ANSIIEEE Standard 754 for Binary Floating-Point
Arithmetic. The MC68040’'s FPU has been optimized to execute the most commonly used
subset of the MC68881/MC68882 instruction sets and includes additional instruction
formats for single- and double-precision rounding results. Software emulates floating-point
instructions not directly supported in hardware. Refer to Appendix E M68040 Floating-
Point Emulation (MC88040FPSP) for details on software emulation. The MOVE16 user
instruction is new to the instruction set, supporting efficient 16-byte memory-to-memory
data transfers.

1.4 FUNCTIONAL BLOCKS

Figure 1-1 illustrates a simplified block diagram of the MC68040. Refer to Appendix A
MC68LC040 for information on the MC68LC040's and MCE8040V's functional blocks; and
Appendix B MCG68EC040 for information on the MCB8ECQ040’s and MC68ECQ040V's
functional blocks.

The M68040 U pipeline has been expanded from the MCE8030 to include effective
address calculation (<ea> calculate) and operand fetch (<ea> fetch) stages with
commonly used etfective addressing modes. Conditional branches are optimized for the

® UNIX is a registered trademark of AT&T Bell Laboratories.
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D more common case of the branch taken, and both execution paths of the branch are
fetched and decoded to minimize refilling of the instructicn pipeline.
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INSTRUCTION :> INSTRUGTICN
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FLOATING- INTEGER {} {/[' %?c?ﬂi%
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UNIT DATA DATA
ATC CACHE
0
CPERAND DATABUS >

Figure 1-1. Block Diagram

To improve memory rmanagement, the M68040 includes separate, independent paged
MMUs for instruction and data accesses. Each MMU stores recently used address
mappings in separate 64-entry address translation caches (ATCs). Each MMU also has
two transparent translation registers that define a one-to-one mapping for address space
segments ranging in size from 16 Mbytes to 4 Gbytes each.

Two memory units independently interface with the IU and FPU. Each unit consists of an
MMU, an ATC, a main cache, and a snoop controller. The MMUs perform memory
management on a demand-page basis. By translating logical-to-physical addresses using
translation tables stored in memory, the MMUs support virtual memory systems. Each
MMU stores recently used address mappings in an ATC, reducing the average translation
time.

Separate on-chip instruction and data caches operate independently and are accessed in
parallel with address translation. The caches improve the overall performance of the
system by reducing the number of bus transfers required by the processor to fetch
information from memory and by increasing the bus bandwidth available for alternate bus
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masters in the system. Both caches are organized as four-way set associative with 64
sets of four lines. Each line contains four long words tor a storage capability of 4 Kbytes
for each cache (8 Kbytes total). Each cache and corresponding MMU is allocated
separate internal address and data buses, allowing simultaneous access to both. The
data cache provides write-through or copyback write modes that can be configured on a
page-by-page basis. The caches are physically mapped, reducing software support for
multitasking operating systems, and support external bus snooping to maintain cache
coherency in multimaster systems.

The bus snoop logic provides cache coherency in multimaster applications. The bus
controller executes bus transfers on the external bus and prioritizes external memory
requests from each cache. The M68040 bus controller supports a high-speed,
nonmultiplexed, synchronous, external bus interface supporting burst accesses for both
reads and writes to provide high data transfer rates to and from the caches. Additiona! bus
signals support bus snooping and extemnal cache tag maintenance.

The MC68040 contains an on-chip FPU, which is user object-code compatible with the
MC68881/MC68882 floating-point coprocessors. The FPU has pipelined instruction
execution. Floating-point instructions in the FPU execute concurrently with integer
instructions in the U,

1.5 PROCESSING STATES

The processor is always in one of three states: normal processing, exception processing,
or halted. It is in the normal processing state when executing instructions, fetching
instructions and operands, and storing instruction results.

Exception processing is the transition from program processing to system, interrupt, and
exception handling. Exception processing includes fetching the exception vector, stacking
operations, and refilling the instruction pipe caused after an exception. The processor
enters exception processing when an exceptiona! internal condition arises such as tracing
an instruction, an instruction results in a trap, or executing specific instructions. External
conditions, such as interrupts and access errors, also cause exceptions, Exception
processing ends when the first instruction of the exception handler begins to execute.

The processor halts when it receives an access error or generates an address error while
in the exception processing state. For example, if during exception processing of one
access error another access error occurs, the MC68040 is unable to complete the
transition to normal processing and cannot save the internal state of the machine. The
processor assumes that the system is not operational and halts. Only an external reset
can restart a halted processor. Note that when the processor executes a STOP
instruction, it is in a special type of normal processing state, one without bus cycles. The
processor steps, but it does not halt.

1.6 PROGRAMMING MODEL

The MCE8040 programming model is separated into two privilege modes: supervisor and
user. The S-bit in the status register (SR) indicates the privilege mode that the processor

MOTOROLA M68040 USER'S MANUAL 1-5

For More Information On This Product,
Go to: www.freescale.com




Freescale Semiconductor, Inc.

uses. The IU identifies a logical address by accessing either the supervisor or user
address space, maintaining the differentiation between supervisor and user modes. The
MMUs use the indicated privilege mode to control and translate memory accesses,
protecting supervisor code, data, and resources from user program accesses. Refer to
Appendix B MC68ECO040 for details concerning the MCB8EC040 address translation.

Programs access registers based on the indicated mode. User programs can only access
registers specific to the user mode; whereas, system software executing in the supervisor
mode can access all registers, using the control registers to perform supervisory tunctions.
User programs are thus restricted from accessing privileged information, and the
operating system performs management and service tasks for the user programs by
coordinating their activities. This difference allows the supervisor mode to protect system
resources from uncontrolled accesses.

Most instructions execute in either mode, but some instructions that have important
system eftects are privileged and can only execute in the supervisor mode. For instance,
user programs cannot execute the STOP or RESET instructions. To prevent a user
program from entering the supervisor mode, except in a controlled manner, instructions
that can alter the S-bit in the SR are privileged. The TRAP instructions provide controlled
access to operating system services for user programs.

If the S-bit in the SR is set, the processor executes instructions in the supervisor mode.
Because the processor performs all exception processing in the supervisor mode, all bus
cycles generated during exception processing are supervisor references, and all stack
accesses use the active supervisor stack pointer. If the S-bit of the SR is clear, the
processor executes instructions in the user mode. The bus cycles for an instruction
executed in the user mode are user references. The values on the transfer modifier pins
indicate either supervisor or user accesses.

The processor utilizes the user mode and the user programming model when it is in
normal processing. During exception processing, the processor changes from user to
supervisor mode. Exception processing saves the current value of the SR on the active
supervisor stack and then sets the S-bit, forcing the processor into the supervisor mode.
To return to the user mode, a system routine must execute one of the foliowing
instructions: MOVE to SR, AND! to SR, EQRI to SR, ORI to SR, or RTE, which execute in
the supervisor mode, medifying the S-bit of the SR. After these instructions execute, the
instruction pipeline is flusned and is refilled from the appropriate address space.

The MC€8040 integrates the functions of the 1U, FPU, and MMU. The registers depicted
in the programming model (see Figure 1-2) provide operand storage and control for these
three units. The registers are partitioned into two levels of privilege modes: user and
supervisor. The user programming model is the same as the user programming model of
the MC68030, which consists of 16, general-purpose, 32-bit registers and two control
registers. The MCE8040 user programming model also incorporates the
MCE68881/MCE8882 programming model consisting of eight, 80-bit, flocating-point data
registers, a floating-point control register, a floating-point status register, and a tloating-
point instruction address register.
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Only system programmers can use the supervisor programming model to implement
cperating system functions, I/O control, and memory management subsystems. This
supervisor/user distinction in the MB8000 family architecture allows for the writing of
application software that executes in the user mode and migrates to the MC68040 from
any M68000 family platform without modification. The supervisor programming model
contains the control features that system designers need to modify system software when
porting to a new design. For example, only the supervisor software can read or write to
the transparent translation registers of the MC68040. The existence of the transparent
translation registers does not affect the programming resources of user application

programs.
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Figure 1-2. Programming Model
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The user programming model includes eight data registers, seven address registers, and
a stack pointer register. The address registers and stack pointer can be used as base
address registers or software stack pointers, and any of the 16 registers can be used as
index registers. Two control registers are available in the user mode—the program
counter (PC), which usually contains the address of the instruction that the MC68040 is
executing, and the lower byte of the SR, which is accessible as the condition code register
(CCR). The CCR contains the condition codes that reflect the results of a previous
operation and can be used for conditional instruction execution in a program.

The supervisor programming mode! inciudes the upper byte of the SR, which contains
operation control information. The vector base register (VBR) contains the base address
of the exception vector table, which is used in exception processing. The source function
code (SFC) and destination function code (DFC) registers contain 3-bit function codes.
These function codes can be considered extensions to the 32-bit logical address. The
processor automatically generates function codes to select address spaces for data and
program accesses in the user and supervisor modes. Some instructions use the alternate
function code registers to specity the function codes for various operations.

The cache control register (CACR) controls enabling of the on-chip instruction and data
caches of the MC68040. The supervisor root pointer (SRP) and user root pointer (URP)
registers point to the root of the address translation table tree to be used for supervisor
and user mode accesses.

The translation control register (TCR) enables logical-to-physical address translation and
selects either 4- or 8-Kbyte page sizes. There are four transparent translaticn registers,
two for instruction accesses and two for data accesses. These registers allow portions of
the logical address space to be transparently mapped and accessed without the use of
resident descriptors in an ATC. The MMU status register (MMUSR) contains status
information derived from the execution of a PTEST instruction. The PTEST instruction
searches the translation tables for the logical address, specified by this instruction's
effective address field and the DFC, and returns status information corresponding to the
translation.

The user programming model can also access the entire floating-point programming
model. The eight 80-bit floating-point data registers are analogous to the integer data
registers. A 32-bit floating-point control register (FPCR) contains an exception enable byte
that enables and disables traps for each class of floating-point exceptions and a mode
byte that sets the user-selectable rounding and precision modes. A floating-point status
register (FPSR) contains a condition code byte, quotient byte, exception status byte, and
accrued exception byte. A floating-point exception handler can use the address in the 32-
bit floating-point instruction address register (FPIAR) to locate the floating-point instruction
that has caused an exception. Instructions that do not modify the FPIAR can be used to
read the FPIAR in the exception handler without changing the previous value.
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1.7 DATA FORMAT SUMMARY

The M68040 supports the basic data formats of the M68C00 family. Some data formats
apply only to the IU, some only to the FPU, and some to both. In addition, the instruction
set supports operations on other data formats such as memory addresses.

The operand data formats supported by the IU are the standard twos-complement data
formats defined in the M68000 family architecture plus a new data format (16-byte block)
for the MOVE 16 instruction. Registers, memory, or instructions themselves can contain 1U
operands. The operand size for each instruction is either explicitly encoded in the
instruction or implicitly defined by the instruction operation.

Whenever an integer is used in a floating-point operation, the FPU automatically converts
it to an extended-precision floating-point number before using the integer. The FPU
implements single- and double-precision floating-point data formats as defined by the
IEEE 754 standard. The FPU does not directly suppert packed decimal real format.
However, by trapping as an unimplemented data format instead of as an ilegal instruction,
software emulation supports the packed decimal format. Additionally, each data format
has a special encoding that represents one of five data types: normalized numbers,
denormalized numbers, zeros, infinities, and not-a-numbers (NANs). Table 1-1 lists the
data formats for both the IU and the FPU. Refer to M6B00OPM/AD, ME8000 Family
Programmer's Reference Manual, for details on data format organization in registers and
memory.

Table 1-1. M68040 Data Formats

Operand Data Format Size Supported in Notes
Bit 1 Bit U] —_
Bit Field 1-32 Bits iU Field of Consecutive Bits
Binary-Coded Decimal (BCD) 8 Bits ¥ Packed: 2 Digits/Byte; Unpacked: 1 DigivByte
Byte Integer 8 Bits U, FPU —
Word Integer 16 Bits U, FPU —
Long-Word Integer 32 Bits U, FPU —
Quad-Word Integer 64 Bits V] Any Two Data Registers
16-Byte 128 Bits 0] Memory Only, Aligned to 16-Byte Boundary
Single-Precision Real 32 Bits FPU 1-Bit Sign, 8-Bit Exponent, 23-Bit Fraction
Double-Precision Real 64 Bits FPU 1-Bit Sign, 11-Bit Exponent, 52-Bit Fraction
Extended-Precision Real 80 Bits FPU 1-Bit Sign, 15-Bit Exponent. 64-8it Mantissa

1.8 ADDRESSING CAPABILITIES SUMMARY

The M68040 supports the basic addressing modes of the M68000 family. The register
indirect addressing modes support postincrement, predecrement, offset, and indexing,
which are particularly useful for handling data structures common to sophisticated
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applications and high-level languages. The program counter indirect mode also has
indexing and offset capabilities. This addressing mode is typically required to support
position-independent software. Besides these addressing modes, the M68040 provides
index sizing and scaling features.

An instruction’s addressing mode can specity the value of an operand, a register
containing the operand, or how to derive the effective address of an operand in memory.
Each addressing mode has an assembler syntax. Some instructions imply the addressing
maode for an operand. These instructions include the appropriate fields for operands that
use only one addressing mode. Table 1-2 lists a summary of the effective addressing
modes for the ME8040. Reter to M8800OPM/AD, ME8000 Family Programmer's
Reference Manual, tor details on instruction format and addressing modes.

Table 1-2. Effective Addressing Modes

Addressing Modes Syntax

Register Direct

Data 0]

Address An
Register Indirect

Address (An)

Address with Postincrement {An}+

Address with Predecrement —(An)

Address with Displacement (d16,An)
Address Register Indirect with Index

8-Bit Displacement (da,An,Xn)

Base Displacement (bd.An,Xn)

Memory Indirect
Postindexed
Preindexed

([bd,An],Xn,od)
(fod,Ar Xn],0d)

Program Counter Indirect

with Displacement (d1.PC)
Program Counter Indirect with Index

8-Bit Displacement {dg.PC,Xn)

Base Displacement (bd,PC.Xn}
Program Counter Memory Indirect

Postindexed ([bd,PC),Xn,od}

Preindexed

(lbd.PC,Xn],0d)

Absolute Data Addressing

Shon (oo W
Long o). L
Immediate Hexxx>
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1.9 NOTATIONAL CONVENTIONS

Table 1-3 lists the notation conventions used throughout this manual unless otherwise

specified.
Table 1-3. Notational Conventions
Single- And Double-Operand Operations

+ Arithmetic addition or postincrement indicator.
- Arithmetic subtraction or predecrement indicator.
b Arithmetic muitiplication.
- Arithmetic division or conjunction symbol.
~ Invert; operand is logically complemented.
A Logical AND
A Logical CR
& Logical exclusive OR
» Source operand is movad 1o destination cperand.
o Two operands are exchanged.

<op> Any double-operand operation.

<operand>tested Operand is compared to zero and the condition codes are set appropriately.

sign-extended

All bits of the upper portion are made equal to the high-order bit of the lower portion.

Other Operations
TRAP Equivalent to Format + Offsat Word « (SSP): SSP -2+ SSP; PC» {SSP);, SSP - 44 55P; SR
*» (SSP); S5P — 2+ SSP; (Vector)s PC
STOPR Enter the stopped state, waiting for interrupts.

<opetand> 19

The operand is BCD; operalions are petformed in decimal.

If <condition>
then <operations>
else <operations>

Test the condition. If true, the operations after “then” are pedormed. i the condition is false
and the optional “eise” clause is present, the operations after “else” are performed. if the
condition is false and else is omitted, the instructicn performs no oparation. Refer to the Bec
instruction description as an example.

Register Specification

An Any Address Register n (example: A3 is address register 3)
Ax, Ay Source and destination address registars, respectively.
BR Base Register—An, PC, or suppressed.
Dc Data register D7-D0, used during compare.
Dh, DI Data registers high- or low-order 32 bits of product.
Dn Any Data Register n (example: D5 is data register 5)
Dr, Dq Data register's remainder or quotient of divide.
Du Data register D7-D0, used during update.
Dx, Dy Source and destination dala registers, respectively.
MRn Any Memory Register n,
An Any Address or Data Register
Rx, Ry Any source and destination registers, raspectively.
xXn Index Register—An, Dn, or suppressed.
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Table 1-3. Notational Conventions (Continued)

Data Format And Type

+ inf Positive Infinity
<fmt> Operand Data Format: Byte (B), Word (W), Long (L), Singie (S), Double (D), Extended (X), or
Packed (P).
B.W, L Specifies a signed integer data type (twos complement) of byts, word, or long word.
D Double-precision real data format {64 bits).
K A twos complement signed integer {-64 to +17) specifying a number’s format to ba stored in
the packed decimal format.
P Packed BCD real data format (96 bits, 12 bytes).
S Single-precision real data format (32 bits).
X Extended-precision real data format (96 bits, 16 bits unused).
—inf Negative Infinity

Subfields and Qualifiers

#oxxx> ot #<data>

Immediate data following the instruction word(s}).

()

Identifies an indirect address in a register,

[l

Identifies an indirect address in memory.

bd Base Displacement
cce Index into the MC68881/MC68882 Constant ROM
dp Displacement Value, n Bits Wide (example: dyg is a 16-bit displacement).
LSB Least Significant Bit
LSW Least Significant Word
MSB Most Significant Bit
MSW Most Significant Word
&d Outer Displacement
SCALE A scale tactor (1, 2, 4, or 8, for no-word, word, long-word, or quad-werd scaling, respectively),
SIZE The index register's size (W for word, L for long word),

[offset:width)

Bit fieid selection.

Register Names

CCR Condition Code Register (lower byte of status register)

DFC Destination Functien Code Register

FPer Any Floating-Point System Control Register (FPCR, FPSR, or FPIAR)
FPm, FPn Any Fioating-Point Data Register specified as the source or destination, respectively.

IC, DC, IC/DC Instruction, Data, or Both Caches

MMUSR MMU Status Register

PC Program Counter

Rc Any Non Floating-Paint Control Register

SFC Source Function Code Register

SR Status Register

1-12
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Table 1-3. Notational Conventions (Concluded)

Register Codes

General Case.

C Carry Bitin CCR

ce Condition Codes from CCR

FC Function Code

N Negative Bitin CCR

U Undefined, Reserved for Motorola Usa.
A Overflow Bitin CCR

X Extend Bitir CCR

zZ Zero Bit in CCR

— Not Alfected or Applicable.

Stack Pointers

ISP Supervisor/Interrupt Stack Pointer
MSP Supervisor/Master Stack Pointer

sp Active Stack Pointer

S8p Supervisor {Master or Interrupt) Stack Pointer
usp User Stack Pointer

Miscellaneous
<ea» Effective Address
<label> Assemble Prograrm Label

<list> List of registers, for example D3-D0.

LB Lower Bound

m Bit m of an Operand
mn Bits m through n of Operand

uB Upper Bound

1.10 INSTRUCTION SET OVERVIEW

The instruction set is tailored to support high-level languages and is optimized for those
instructions most commonly executed. The floating-point instructions for the ME8040 are a
commonly used subset of the MC68881/MC68882 instruction set with new arithmetic
instructions to explicitly select single- or double-precision rounding. The remaining
unimplemented instructions are less frequently used and are efficiently emulated in the
ME8040FPSP, maintaining compatibility with the MC68881/MCE8882 floating-point
coprocessors. The M68040 instruction set includes MOVE16, a new user instruction that
allows high-speed transfers of 16-byte blocks between external devices such as memory
o memory or coprocessor to memory. Table 1-4 provides an alphabetized listing of the
M68040 instruction set's opcode, operation, and syntax. Refer to Table 1-3 for notations
used in Table 1-4. The left operand in the syntax is always the source operand, and the
right operand is the destination operand. Refer to MEB800OPM/AD, M68000 Family
Programmer's Reference Manual, for details on instructions used by the M68040.
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Table 1-4. Instruction Set Summary

Opcode Operation Syntax
ABCD BCD Source + BCD Destination + X # Destination | ABCD Dy,Dx
ABCD —(Ay).,—{AX)
ADD Source + Destination # Destination ADD <ga>,0n
ADD Dn,<ea>
ADDA Source + Destination » Dastination ADDA cea> An
ADDI Immediate Data + Destination ¢ Destination ADDI #<data>,<ea»
ADDQ Immediate Data + Destination ¢ Destination ADDQ #<data>,<ea>
ADDX Source + Dastination + X * Destination ADDX Dy,Dx
ADDX —(Ay},—(Ax)
AND Source A Destination ¢ Destination AND <ea=.Dn
AND Dn <ea>
ANDI Immediate Data A Destinaticn ¢ Destination ANDI #<data> <ea>
ANDIto CCR | Sourca A CCR* CCR AND1 #<data> CCR
ANDlI te SR If supervisor state AND1 #<data>,SR
then Source A SR ¢ SR
else TRAP
ASL, ASR Destination Shifted by count # Destination ASd D)(,Dy1
ASd #<data> Dy’
ASd <eax!
Bece If condition true Bee <labels
then PC + dn* PC
BCHG ~{bit number of Destination) » Z; BCHG Dn,<ea>
~(bit number of Destination) * (bit number) of BCHG #<datax»,<ea>
Destination
BCLR ~(bit number of Destination) ¢ Z; BCLR Dn,<ea>»
0 * bit number of Destination BCLR #<data>,<ea>
BFCHG ~(bit field of Destination) + bit field of Destination BFCHG <eax{offset:width}
BFCLR 0 * bit field of Destination BFCLR <eax{olfset:width}
BFEXTS bit field of Source + Dn BFEXTS <eax{offset:width},Dn
BFEXTU bit offset of Source * Dn BFEXTU <eax{offset:width},Dn
BFFFO bit offset of Source Bit Scan ¢ Dn BFFFO <ea>{offset:width},Dn
BFINS Dn # bit field of Destination BFINS Dn,<eax{offset:width}
BFSET 1s * bit field of Destinaticn BFSET <eax{offset.width}
BFTST bit field of Destination BFTST <eas{offset:width}
BKPT Run breakpoint acknowledge cycle; BKPT #<data>
TRAP as illegal instruction
BRA PC+dp*PC BRA <label>
BSET ~{bit numnber of Destination) ¢ Z; BSET Dn,<ea>
1 # bit number of Destination BSET #<data> <ea>
BSR SP-49#SP, PCe(SP); PC+dy*PC BSA <label>
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Table 1-4. Instruction Set Summary (Continued)

Opcode Operation Syntax
BTST —{bit number of Destination) & Z: BTST Dn,<ea>
BTST #<data>,<eas
CAS CAS Destination — Compare Operand * ¢¢; CAS Dc¢,Du,<ea>
if Z, Update Operand ¢ Dastination
else Destination ® Compare Qperand
CAS2 CAS2 Destination 1~ Compare 1 #cg; CAS52 Dc1-De2,Du1-Du2,(Rn1)-(Rn2)
it Z, Destination 2 — Compare # cc:
it Z, Update 1 # Destination 1;
Update 2 » Destination 2
slse Destination 1 » Compare 1:
Destination 2 * Compare 2
CHK If Dn <0 or Dn > Source CHK <ea>.Dn
then TRAP
CHK2 fRn<LBorifRn>UB CHK2 <ea>.Rn
then TRAP
CINV If supervisor state CINVL <cachesx, (An)
then invalidate selected cache lines CINVP <caches>, (An)
elsa TRAP CINVA <caches>
CLR 0 * Destination CLR <ea>
CMP Destination - Source * cc CMP <ea>Dn
CMPA Destination -~ Source CMPA <ea>,An
CMPI Destination - Immediate Data CMP| #<data>,<ea>
CMPM Destination - Source * ¢c CMPM (Ay)+,(Ax)+
Chp2 Compare Rn < LB or Rn > UB CMP2 <ea>,Rn
and Set Condition Codes
CPUSH if supervisor state CPUSHL <caches>, (An)
then if data cache push selected dinty data CPUSHP <cachess, (An)
cache lines; invalidate selected cachs lines CPUSHA <caches>
else TRAP
DBce if condition: talse DBce On, <label>
then (Dn—1¢ Dpn;
iHOn = —1
then PC + dy ¢ PC)
DIVS, DIVSL Destination + Source * Destination DIVS.W <ea>,Dn 32+ 16+ 16r:16q
DIVS.L <ea»,0q 32 +32# 32q
DIVS.L <ea»,Dr:Dq 64 + 32+ 32r:32q
DIVSL.L <ea>Dr:Dq 32+ 32+32r:32q
DIVU, DIVUL | Destination + Source * Destination DIVUW <ea>,Dn 32 + 16+ 16r:16q
DIVULL <ea>,Dg 32+32¢32q
DIVU.L <ea>,0r:Dg 64 + 32 ¢ 32r.32q
DIVUL.L <ea>Dr:Dg 32+ 32+ 32r:32q
EOR Source & Destination * Destination EOR Dn,<ea>
EORI Immediate Data @ Destination ¢ Destination EORI #<data»,<ea>
EORIte CCR Source ® CCR* CCR EOCR!} #<data>,CCR
ECHI to SR If supervisor state EORI #<data>,SR
then Source @ SR ¢ SA
else THAP
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Table 1-4. Instruction Set Summary (Continued)

Opcode Operation Syntax
EXG Rx e+ Ry EXG Dx.Dy
EXG Ax Ay
EXG Dx, Ay
EXG Ay,Dx
EXT Deastination Sign — Extanded * Destination EXT.WDn extend byte to word
EXTB EXT.LLDn  extend word to long word
EXTB.LDn  extend byte to long word
FABSZ Absolute Value of Source » FPn FABS «mt> <eas,FPn
FABS. X FPm,FPn
FABS X FPn
FrABS.<Imt> <eax,FPn3
FIABS X FPm FPn3
FrABS.X Fpa3
FADDZ Source + FPn s FPn FADD.<imt> <ea»FPn
FADD.X FPm,FPn
FrADD.<fmt> <ea> FPn3
FrADD.X FPm,FPn3
FBcc? If condition true FBe¢.SIZE <label>
then PC + dy ¢ PC
FCMP2 FPn - Sourca FCMP_<fmt> <ea>,FPn
FCMP.X FPm,FPn
FDBcc2 It condition true FDBcc Dn,<label»
then no cperation
elsoDn -1+ Dn
if Dn = —1
then PC+dp ¢ PC
else execute next instruction
FDIV2 FPn + Source ¢ FPn FDIV.<Imt> <ea».FPn
FOIV.X FPm,FPn
FrDIV. <frnt> <ea> FPR3
FrDIV.X FPm,FPa3
FMOVEZ Source * Nestination FMOVE.<imt> <ea»,FPn
FMOVE. <tmt> FPM,<ea>
FMOVE.P FPm,<ea>{Dn}
FMOVE.P FPm,<eax>{¥k}
FIMOVE. <tmt> <ea» FPn3
2
FMOVE Sourca * Destination FMOVE.L <ea>,FPer
FMOVE.L FPer,<ea>
FMOVEMZ Register List ® Destination FMOVEM.X <list>,<ea>%
Source ¢ Register List FMOVEM.X Dn,<ea>
FMOVEM.X <ea»,<list>4
FMOVEM.X <ea>,Dn
FMOVEMZ | Register List # Destination FMOVEM.L <list>, cea»>
Source * Register List FMOVEM.L <eas,<list>?
FruL2 Source x FPn ¢ FPn FMUL.<imt> <ea> FPn

FMUL.X FPm.FPn
FrUL <fmits <ea>,FPn3
FrMUL. X FPm,FPn3

M68040 USER'S MANUAL

For More Information On This Product,
Go to: www.freescale.com

MOTOROLA



Freescale Semiconductor, Inc.

Table 1-4. Instruction Set Summary (Continued)

Opcode Operation Syntax
FNEG? —(Source) » FPn FNEG. <Iml> <ea>FPn
FNEG.X FPmM,FPn
FNEG. X FPn
FINEG.<!mt> <ea> FPn3
FINEG.X FPm,FPn3
FINEG.X FPn2
FNOP2 None FNOP
FRESTOREZ | ifin supervisor state FRESTORE <ea»
then FPU State Frame #* Internal State
else TRAP
FSAVEZ if in supervisor state FSAVE <ea>
then FPU Internal State » State Frame
else TRAP
FScc? if condition true FScc SIZE <ea>
then 1s » Destination
else Os » Destination
FSGLDIV FPn + Source * FPn FSGLDIV.<fmt> <ea>,FPn
FSGLDIV.X FPm,FPn
FSGLMUL Source x FPne FPn FSGMUL.<fmt> <ea>,FPn
FSGLMUL. X FPm, FPn
FSQRT2 Square Root of Source » FPn FSGRT.<imt> <ea>,FPn
FSQRT.X FPm.FPn
FSQRT.X FPn
FrSQRT.<Imt> <ea» FPn3
FrSQAT FPm,FPn3
FISQRT FPn3
FSuUB2 FPn — Source * FPn FSUB.<imt> <eaxFPn
FSUB.X FPm,FPn
FrSUB.<imt> <ea» FPn3
FrSUB.X FPm,FPn3
FTRAPcc? | I condition true FTRAPcc
then TRAP FTRAPcc. W #edata>
FTRAPcc L #<data>
FTST72 Condition Codes for Operand ¢ FPCC FTST.<imt> <ea>
FTST.X FPm
ILLEGAL SSP ~ 2 » S5P; Vector Offset+ (SSP); ILLEGAL
SSP — 4 # SSP; PC» (SSP);
SSp~- 2 ¢ SSP; SR # (SSP);
lllegal Instruction Vector Address ® PC
JMP Destination Address* PC JMP <eas
JSR SP—4+SP; PC*(SP) JSR <eas
Destination Address» PC
LEA <ea>* An LEA <eas An
LINK SP -4 4 SP; An * (SP) LINK An.dp
SP e An, SP+d* SP
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Table 1-4. Instruction Set Summary (Continued)

Opcode Operation Syntax
LPSTOPS ff supervisor stata LPSTOP #<data»
immediate data* SR
SR+ broadcast cycle
STOP
else TRAP
LSL, LSR Destination Shifted by count » Destinaticn LSd Dx,Dy’
LSd #cdata;.Dgﬂ
LSd <ea»?
MOVE Source * Destination MOVE <ea>,<ea>
MOVEA Scurce * Destination MOVEA <ea>.An
MOVE CCR + Destination MOVE CCR,<ea>
from CCR
MOVE to CCR | Source* CCR MOVE <ea>,CCR
MOVE trom SR | If supervisor state MOVE SR, <ea>
then SR *» Destination
else TRAP
MOVE to SR | If supervisor state MOVE <ea»,SR
then Scurce » SA
else TRAP
MOVE USP It supervisor state MOVE USP,An
then USP # An or An# USP MGVE An,USP
else TRAP
MOVE16 Source block ¢ Destination black MOVE18 {Ax)+, (Ay)+7
MOVE16 (xxx).L, (An)
MOVE16 (An), (xox).L
MOVE16 (An}+, (xxx).L
MOVEC It supervisor state MOVEC Re,Rn
then Rc # Rn or Rn ¢ Ac MOVEC Rn,Rc
else TRAP
MOVEM Registers * Destination MOVEM <list>,<ea»4
Source * Registers MOVEM <eas «<list>?
MOVEP Source * Destination MOVEP Dx,{dp,Ay)
MOVEP (dp,Ay).Dx
MOVEQ Immediate Data + Destination MOVEQ #<data>Dn
MOVES If supervisor state MOVES Rn,<ea>
then Rn # Destination [DFC! or MOVES <ea>,Rn
Source [SFC] ¢ Rn
else TRAP
MULS Scurce x Destination * Destination MULS. W <ea>,Dn 16 x 1632
MULS.L <ea>»,DI 32 x32¢32
MULS.L <ea>.Dh-DI 32 x 32+ 64
MULU Source x Destination * Destination MULU.W <ea>,Dn 16 x 16+ 32
MULU.L <ea>,DI 32 x32e32
MULUL <ea»Dh-DI 32 x32¢64
NBCD 0 - (Destinationyq) — X » Destination NBCD <ea>
NEG 0 - (Destination) » Destination NEG <ea>
NEGX 0 - (Destination) — X ¢ Destination NEGX <eas
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Table 1-4. Instruction Set Summary {(Continued)
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Opcode Operation Syntax
NOP None NOP
NOT ~ Destination * Destinaticn NOT <ea»
OoR Source V Destination » Destination OR <ea>,Dn
OR On,<eax>
QR! Immediate Data V Destination ¢ Destination ORI #<data> <ea>
ORlto CCR Source V CCR ¢ CCR ORI #<data» CCR
CRito SR If supervisor state ORI #<data=.SR
then Source V SR * SR
else TRAP
PACK Source {Unpacked BCD) + adjustment » PACK —(Ax),~(Ay), #{adjustment)
Destination (Packed BCD} PACK Dx,Dy #{adjustment}
PEA SP - 4+ SP; <eax> ¢ (SP) PEA <eax
PFLUSHS If supervisor state PFLUSH (An)
then invalidate instruction and data ATC entries | PFLUSHN (An)
for dastination address PFLUSHA
else TRAP PFLUSHAN
PTESTS If supervisor state PTESTR (An)
then logical address status * MMUSR; PTESTW (An)
antry » ATC
else TRAP
RESET If supervisor state RESET
then Assen RETO Line
else TRAP
ROL, ROR Destination Rotated by count * Destination ROd Rx,Dy!
ROd if-:data>,Dy1
AOXL, ROXR | Destination Rotated with X by count ¢ Destination | ROXd Dx,Dy’
ROXd #<data>, Dy’
ROXd <ea>!
RTD {(SP)*PC;SP+4+d,*SP RTD #(dp)
RTE If supervisor state RTE
then (SP) * SR; SP + 2+ SP; (SP)* PC;
SP + 4 ¢ SP; restore state and deallocate
stack according to (SP)
else TRAP
RTR {SP) ¢ CCR; SP + 2 + SP; RTR
(SP)*+PC,SP+ 40 8P
RTS (SP)* PC; SP + 4+ SP RTS
SBCD Destination10 — Source 1 — X * Destination SBCD Dx,Dy
SBCD —(Ax),—(Ay)
Sce It condition true Sce <ea»
then ts ¢ Destination
else 0s # Destination
STOP It supervisor state STOP #<data>
then Immediate Data ¢ SR; STOP
else TRAP
suB Destination — Source * Destinaticn 5UB <ea>,Dn
SUB Dn,<eax>
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Table 1-4. Instruction Set Summary (Concluded)

Opcode Operation Syntax
SUBA Destination — Source ¢ Destination SUBA <ea>,An
suBI Destination — Immeadiate Data * Destination SUBI #<data>,<ea>
SUBQ Destination — immediate Data * Destination SUBQ #<data>,<ea>
SuUBX Destination — Source — X » Destination SUBX Dx,Dy
SUBX -(Ax),—(Ay)
SWAP Registar 31-16 * Register 15-0 SWAP Dn
TAS Destination Tested » Condition Codes: TAS <eax>
1 # bit 7 of Destination
TRAP SSP -2 ¢ SSP; Format + Oftset ¢ (SSP); TRAP #<vector>
SS5P — 4% SSP; PC# (SSP); SSP -2+ 85p:
SH* (SSP); Vector Address » PC
TRAPce It cc TRAPcc
then TRAP TRAPcc. W #<data>
TRAPce L #<data>
TRAPYV v TRARYV
then TRAP
TST Dastination Tested » Condition Codes TST <eax»
UNLK An * SP; (SP)* An; SP + 4¢ 5P UNLK An
UNPK Source {Packed BCD) + adjustment # Destination | UNPACK —{Ax),~{Ay).#(adjustment)
{Unpacked BCD) UNPACK Dx,Dy, #{adfustment}
NOTES:
1. Where d is direction, left or right.
2. Available only on the MC68040.
3. Where ris rounding precision, single or double precision.
4. List refers to register.
5. List refers to control registers only.
6. Available only on the MC88040V and MCE8EC040V.
7. MOVE16 {ax)+,(ay)+ is functionally the same as MOVE16 {ax),(ay)+ when ax = ay. The address register is only
incremented once, and the line is copied over itself rather than to the next line.
8. Not available for the MC68EC040 or MCE8EC040V.
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SECTION 2
INTEGER UNIT

This section describes the organization of the M6804Q integer unit (IU) and presents a
brief description of the associated registers. Refer to Section 3 Memory Management
Unit (Except MC68EC040 and MC68EC040V) for details concerning the memory
management unit (MMU) programming model, and to Section 9 Floating-Point Unit
(MC68040 Only) for details concerning the floating-point unit (FPU) programming model.

2.1 INTEGER UNIT PIPELINE

The U carries out logical and arithmetic operations using six separate subunits. Each unit
is dedicated to a different stage of the IU pipeline, handling a total of six separate
instructions simultaneously. Pipelining is a technique that overlaps the processing of
different parts of several instructions. Pipelining simulates an assembly line with the U
containing a number of instructions in different phases of processing. The U pipeline
consists of six stages:

1. Instruction Fetch—Fetching an instruction from memory.
2. Decode—Converting an instruction into micro-instructions.

3. <ea> Calculate—lIf the instruction calls for data from memory, tha location of the
data, its memory address is calculated.

4. <ea> Fetch—Data is fetched from memory.
5. Execute—The data is manipulated during execution.

6. Write-Back—The result of the computation is written back to on-chip caches or
external memory.

The pipeline contains special shadow registers that can begin processing future
instructions for conditional branches while the main pipeline is processing current
instructions. The <ea> calculate stage eliminates pipeline blockage for instructions with
postincrement, postdecrement, or immediate add and load to address register for updates
that occur in the <ea> calculate stage. The write-back stage can write data over the
system bus to store a result in external memory or directly to on-chip caches. These write-
backs to memory can be deferred until the most opportune moment because of the
ME8040 bus interface. Figure 2-1 illustrates the IU pipeline.
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Figure 2-1. Integer Unit Pipeline

An instruction stream is fetched from the instruction memory unit and decoded on an
instruction-by-instruction basis in the decode stage. Multiple instructions are fetched to
keep the pipeline stages full so that the pipeline will not stall.

The decoded instruction is then passed to the <ea> calculate stage to calculate the
effective addresses that the instruction requires. The <ea> calculate stage initiates
additional fetches from the instruction stream to obtain the effective address extension
words and performs the effective address calculation. The initial execution of the
instruction in the execute stage handles any data registers required for the calculation,
which passes the register back to the <ea> calculate stage.

The resulting effective address is passed to the <ea> fetch stage, which initiates an
operand fetch from the data memory controller if the effective address is for a source
operand. The fetched operand is returned to the execute stage, which completes
execution of the instruction and writes any result to either a data register, memory, or back
to the <ea> calculate stage for storage in an address register. For a memory destination,
the <ea> fetch stage passes the address to the execution stage.

The previously described sequence of effective address calculation and fetch can occur
multiple times for an instruction, depending on the source and/or destination addressing
modes. For memory indirect addressing modes, the <ea> calculate stage initiates an
operand tetch from the intermediate indirect memory address, then calculates the final
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effective address. Also, some instructions access multiple memory operands and initiate
fetches for each operand.

The instruction finishes execution in the execute stage. Instructions with write-back
operands to memory generate pending write accesses that are passed to the write-back
stage. The write occurs to the data memory unit if it is not busy. if the following instruction,
which is in the <ea> fetch stage, reqguires an operand fetch, the write-back stalls in the
write-back stage since it is at a lower priority. The write-back can stall indefinitely until
elther the data memory unit is free or another write is pending from the execution stage.

Figure 2-2 illustrates a write cycle, which begins in the 1U pipeline. The IU stores the
logical address and data for a write ¢cperation in a temporary holding register (WB3). Write
operation centrol passes from the 1U to the data memory unit once the data memory unit
is idle. When the data memory unit receives the logical address and data from the U, it
stores the logical address and data to a second temporary holding register (WB2). The
data memory unit then translates the logical address into a physical address. If the
address translation is successful, the data memory unit either stores an address
translation in the data cache (write hit) or passes it to the bus controller {(write-through with
write miss). Once the bus controller is ready to execute the external write operation, it
multiplexes the data to the correct data byte lanes and stores the multiplexed data and
physical address into a third holding register (WB1). WB1 is used in the actual write
operation seen on the address and data buses. Appendix B MC68EC040 contains details
on address translation in the MCEB8ECQ40.

BUS
INSTRUCTION CONTROLLER
FETCH
INSTRUCTION MEMORY UNIT b EEREE R "'<:>
DECODE ! ADDRESS
. BUS
g ]
<2a> o 1
CALCULATE [ [ ™1 5% !
2 | WwB1 Fy -
<gax . - ' DATA
FETOH ' S DATA MEMORY UNIT ! T Ss
1 PHYSICAL ADDRESS '
S S T R SR A g e AL
= DATA o et
EXECUTE = D ATe ! DATA MUX
DATA MM/ . <:>
- CACHE/SNOOP ;
wATE. | | . BUS
Back waay [ || CONTROULER : CONTROL
P we2 4| PusH SIGNALS
& ! BUFFER [
INTEGER UNTT
[ DATA CACHE ot ol
Figure 2-2. Write-Back Cycle Block Diagram
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2.2 INTEGER UNIT REGISTER DESCRIPTION

The following paragraphs describe the U registers in the user and supervisor
programming models. Refer tc Section 3 Memory Management Unit (Except
MC6BEC040 and MC6BEC040V) for details on the MMU programming mode! and
Section 9 Floating-Point Unit (MC68040 Only) for details on the FPU programming
model.

2.2.1 Integer Unit User Programming Modei

Figure 2-3 illustrates the {U portion of the user programming model. The model is the
same as for previous M68000 family microprocessors, consisting of the following
registers:

» 16 General-Purpose 32-Bit Registers (D7-DQ, A7-A0)
» 32-Bit Program Counter (PC)
* 8-Bit Condition Code Register (CCR)

2.2.1.1 DATA REGISTERS (D7-D0). These registers are used as data registers for bit
and bit field (1 to 32 bits), byte (8 bit), word (16 bit), long-word (32 bit), and quad-word (64
bit) operations. These registers may also be used as index registers.

2.2.1.2 ADDRESS REGISTERS (A6-A0). These registers can be used as software stack
pointers, index registers, or base address registers. The address registers may be used
for word and long-word operations.

o
]| ‘
02
D3 | DATA
04 REGISTERS
05
06
or |
N 15 0 —
A0
Al
A2 | ADDRESS
A3 REGISTERS
Ad
AS
A5 J
3 [15 I USER
STACK
L 1 J s POINTER
31 - 0 PROGRAM
. e COUNTER
S __ .1 9 —}» CONDITION
CCR CODE
L . -1 Reaister

Figure 2-3. Integer Unit User Programming Model
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2.2.1.3 SYSTEM STACK POINTER (A7). A7 is used as a hardware stack pointer during
stacking for subroutine calls and exception handling. The register designation A7 refers to
three different uses of the register; the user stack pointer (USP) (A7) in the user
programming model and either the interrupt stack pointer (ISP) or master stack pointer
(MSP) (A7' or A7", respectively) in the supervisor programming model. When the S-bit in
the status register (SR) is clear, the USP is the active stack pointer. Explicit references to
the system stack pointer (SSP) refer to the USP while the processor is operating in the
user mode.

A subroutine call saves the pregram counter (PC) on the active system stack, and the
return restores it from the active system stack. Both the PC and the SR are saved on the
supervisor stack (either ISP or MSP) during the processing of exceptions and interrupts.
Thus, the execution of supervisor ievel code is independent of user code and condition of
the user stack. Conversely, user programs use the USP independently of supervisor stack
requirements.

2.2.1.4 PROGRAM COUNTER. The PC contains the address of the currently executing
instruction. During instruction execution and exception processing, the processor
automatically increments the contents of the PC or places a new value in the PC, as
appropriate. For some addressing modes, the PC can be used as a pointer for PC-relative
addressing.

2.2.1.5 CONDITION CODE REGISTER. The CCR consists of five bits of the SR least
signiticant byte. The first four bits represent a condition of the result generated by a
processor operation. The fifth bit, the extend bit (X-bit), is an operand for multiprecision
computations. The carry bit (C-bit) and the X-bit are separate in the ME8000 family to
simplify programming techniques that use them.

2.2.2 Integer Unit Supervisor Programming Model

Only system programmers use the superviscr programming model (see Figure 2-4) to
implement sensitive operating system functions, /O control, and MMU subsystems. All
accesses that affect the control features of the M68040 are in the superviscr programming
model. Thus, all application software is written to run in the user mode and migrates to the
M6E8040 from any M68000 platform without modification.
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Figure 2-4. Integer Unit Supervisor Programming Model

The supervisor programming model consists of the registers available to the user as well
as the following control registers:

o Two 32-Bit Supervisor Stack Paointers (ISP, MSP)
* 16-Bit Status Register (SR)
» 32-Bit Vector Base Register (VBR)

* Two 32-Bit Alternate Function Code Registers: Source Function Code (SFC) and
Destination Function Code (DFC)

* 32-Bit Cache Control Register (CACR)

The following paragraphs describe the supervisor programming model registers.
Additional information on the ISP, MSP, SR, and VBR registers can be found in Section 8
Exception Processing.

2.2.2.1 INTERRUPT AND MASTER STACK POINTERS. In a multitasking operating
system, it is more efficient to have a supervisor stack pointer associated with each user
task and a separate stack pointer for interrupt-associated tasks. The M68040 provides two
supervisor stack pointers, master and interrupt. Explicit references to the SSP refer to
either the MSP or ISP while the processor is operating in the supervisor mode. All
instructions that use the SSP implicitly reference the active stack pointer. The ISP and
MSP are general-purpose registers and can be used as software stack pointers, index
registers, or base address registers. The ISP and MSP can be used for word and long-
word operations.

The M-bit of the SR selects whether the ISP or MSP is active. SSP references access tha
ISP when the M-bit is clear, putting the processor into the interrupt mode. If an exception
being processed is an interrupt and the M-bit is set, the M-bit is cleared, putting the
processor into the interrupt mode. The interrupt mode is the default condition after reset,
and all SSP references access the ISP. The ISP can be used for interrupt control
information and for workspace area as interrupt exception handling requires.

SSP references access the MSP when the M-bit is set. The operating system uses the
MSP for each task pointing to a task-related area of supervisor data space. This
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procedure separates task-related supervisor activity from asynchronous, 1/O-related
supervisor tasks that can only be coincidental to the currently executing task. The MSP
can separately maintain task control information for each currently executing user task,
and the software updates the MSP when a task switch is performed, providing an efficient
means {or transferring task-related stack items. The value of the M-bit does not affect
execution of privileged instructions. Instructions that affect the M-bit are MOVE to SR,
ANDI to SR, EOQRI to SR, ORI to SR, and RTE. The processor automatically saves the M-
bit value and clears it in the SR as part of the exception processing for interrupts.

2.2.2.2 STATUS REGISTER. The SR (see Figure 2-5) stores the processor status. In the
supervisor mode, software can access the full SR, including the CCR available in user
mode (see 2.2.1.5 Condition Code Register) and the interrupt priority mask and
additional control bits available only in the supervisor mode. These bits indicate the
following states for the processor: one of two trace modes (T1, T0Q), supervisor or user
mode (8), and master or interrupt mode (M).

The term SSP refers to the ISP and MSP. The M and S bits of the SR decide which SSP
to use. When the S-bit is one and the M-bit is zero, the ISP is the active stack pointer;
when the S-bit is one and the M-bit is one, the MSP is the active stack pointer. The ISP is
the default mode after reset and corresponds to the MC68000, MC68008, MC68010, and
CPU32 supervisor mode.

USER BYTE
SYSTEM BYTE (CONDITION CODE REGISTER)
} |
g 1T }
5 14 1 12 1 10 9 8 7 & 5 4 3 2 1 0
|T1]To[s]M|o|t2|n||olo|o[o]x[N[zlv[c]
TRACE INTERRUPT CARRY
ENABLE PRICRITY MASK
OVERFLOW
SUPERVISORVUSER STATE L mo
NEGATIVE
MASTEFVINTERRURT STATE EXTEND

Figure 2-5. Status Register

2.2.2.3 VECTOR BASE REGISTER. The VBR contains the base address of the exception
vector table in memory. The displacement of an exception vector is added to the value in
this register to access the vector table. Refer to Section 8 Exception Processing for
information on exception vectors.

2.2.2.4 ALTERNATE FUNCTION CODE REGISTERS. The alternate function code
registers contain 3-bit function codes. Function codes can be considered extensions of the
32-bit logical address that optionally provides as many as eight 4-Gbyte address spaces.
The processor automatically generates function codes to select address spaces for data
and programs at the user and supervisor modes. Certain instructions use the SFC and
DFC registers to specify the function codes tor operations.
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2.2,25 CACHE CONTROL REGISTER. The CACR contains two enable bits that allow
the instruction and data caches to be independentiy enabled or disabled. Setting an
enable bit enables the associated cache without affecting the state of any lines within the
cache. A hardware reset clears the CACR, disabling both caches.
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SECTION 3
MEMORY MANAGEMENT UNIT
(EXCEPT MC68EC040 AND MC68EC040V)

NOTE

This section does not apply to the MCBBEC040 and
MCGEBEC04QV. Refer 1o Appendix B MC68EC040 for details.
All references to M68040 in this section only, refer to the
MCE8040, MC68040V, and MCE8LC040.

The M68040 supports a demand-paged virtual memory environment. Demand means that
programs request memory accesses through logical addresses, and paged means that
memory is divided into blocks of equal size, called page frames. Each page frame is
divided into pages of the same size. The operating system assigns pages to page frames
as they are required to meet the needs of the program.

The M68040 memory management includes the following features:

o

»

[}

)

Independent Instruction and Data Memory Management Units (MMUSs)
32-Bit Logical Address Translation to 32-Bit Physical Address

User-Defined 2-Bit Physical Address Extension

Addresses Translated in Parallel with Indexing into Data or Instruction Cache

64-Entry Four-Way Set-Associative Address Translation Cache (ATC) for Each MMU
(128 Total Entries)

Global Bit Allowing Flushes of All Nonglobal Entries from ATCs
Selectable 4K or 8K Page Size
Separate Supervisor and User Translation tables

Two Independent Blocks for Each MMU Can Be Defined as Transparent
{Untranslated)

Three-Level Translation Tables with Optional Indirection

Supervisor and Write Protections

History Bits Automatically Maintained in Descriptors

External Translation Disable Input Signal (MDIS) for Emulator Support
Caching Mode Selected on Page Basis

The MMUs completely overlap address translation time with other processing activities
when the translation is resident in one of the ATCs. ATC accesses operate in parallel with
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indexing into the on-chip instruction and data caches. The MMU MDIS signal dynamically
disables address translation for emulation and diagnostic support.

Figure 3-1 illustrates the MMUs contained in the two memory units, one for instructions
(supporting instruction prefetches) and one for data (supporting all other accesses). Each
unit contains an MMU, main cache, and snocp controller, The corresponding MMUs
contain two transparent translation registers, which identify blocks of memory that can be
accessed without transiation. The MMUs also contain control logic and corresponding
address translation caches (ATCs) in which recently used logical-to-physical address
translations are stored. The data memory unit contains a data write and data read buffer,
and the instruction memory unit contains an instruction line read buffer. These buifers
temporarily hold data until an opportune moment arises to write the data to external
memory or read the operand/instruction intc the integer unit.

INSTRUCTION DATA BUS

i1
9

INSTRUCTION
CACHE

AV INSTRUCTION
INSTRUCTION d ADDRESS
FETCH Ko———>
CONVERT o
A — (NSTRUCTION MEMORY UNIT B
< DECODE U | ADDRESS
5 BUS
EA
CALCULATE c
EXECUTE S
FEET'?;H - T DATA
A BUS
0
@ EXECUTE 0
bty DATA E
PACK WRITE- ADDRESS £ —
e CONTROL
SIGNALS
FLOATING-
POINT INTEGER
UNIT UNIT

OPERAND DATA BUS

Figure 3-1. Memory Management Unit

The principal MMU function is to translate logical addresses to physical addresses using
translation tables stored in memory. As the MMU receives a logical address from the
integer unit, it searches its ATC for the corresponding physical address using the upper
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logical address bits. If the translation is resident, the MMU provides the physical address
1o the cache controller, which determines if the instruction or data being accessed is
cached. The cache controller uses the lower address bits to index into memory. An
external bus cycle is pertormed only when explicitly requested by the cache controller.
When the translation is not in the ATC, the MMU searches the transiation tables in
memory for the translation information. Microcode and dedicated logic perform the
address calculations and bus cycles required for this search.

3.1 MEMORY MANAGEMENT PROGRAMMING MODEL

The memory management programming mode! is part of the supervisor programming
model for the MEB8040. The eight registers that control and provide status information for
address translation in the M68040 are: the user root pointer register {URP), the supervisor
root pointer register (SRP), the translation control register (TCR), four independent
transparent translation registers (ITTO, ITTt, DTTQ, and DTT1), and the MMU status
register (MMUSR). Only programs that execute in the supervisor mode can directly
access these registers. Figure 3-2 illustrates the memory management programming
model.

0

JURP | USERRCOT POINTER REGISTER

31
3 ¢
| SRR | SUPERVISOR ROOT POINTER REGISTER

15 +]
[ ] TR} TRANSLATION CONTROL REGISTER

a

0
] DTTRO '} DATATRANSPARENT TRANSLATION REGISTER G
0

o

| DTTRT | DATATRANSPARENT TRANSLATION REGISTER 1

w []

REGISTER O

_0] TTRO } INSTRUCTION TRANSPARENT TRANSLATION
0

[A]

p——

1 INSTRUCTION TRANSPARENT TRANSLATION
} ITTRI —F REGISTER 1

31

0
] MMUSR T} mMU STATUS REGISTER

Figure 3-2. Memory Management Programming Model

3.1.1 User and Supervisor Root Pointer Registers

The SRP and URP registers each contain the physical address of the translation table’s
roct, which the MMU uses for supervisor and user accesses, respectively, The URP points
to the translation table for the current user task. When a new task begins execution, the
operating system typically writes a new root pointer 10 the URP. A new translation tabie
address implies that the contents of the ATCs may no longer be valid. A PFLUSH
instruction should be executed to flush the ATCs before loading a new root pointer value,
it necessary. Figure 3-3 illustrates the format of the 32-bit URP and SRP registers. Bits 8-
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0 of an address loaded into the URP or the SRP must be zero. Transfers of data to and
from these 32-bit registers are long-word transfers.

3 9 8 0
I USER ROOT POINTER [olo[o{o]o[o[o[o]ol

D l SUPERVISOR ROOT POINTER lOl OI O{ DI O| DID' 0! O]

Figure 3-3. URP and SRP Register Formats

3.1.2 Translation Control Register

The 16-bit TCR contains two control bits to enable paged address translation and to select
page size. The operating system must flush the ATCs before enabling address translation
since the TCR accesses and reset do not flush the ATCs. All unimplemented bits of this
register are read as zetos and must always be written as zeros. The M68040 always uses
word transfers to access this 16-bit register. The fields of the TCRs are defined following
Figure 3-4, which illustrates the TCR.

15 14 13 12 11 10 9 8

AENDnnnnnnnnnnEn

NOTE: Bits 13-0 are undefined {reserved).

Figure 3-4. Translation Contro! Register Format

E—Enable

This bit enables and disables paged address translation.

0 = Disable

1 = Enable
A reset operation clears this bit. When translation is disabled, logical addresses are
used as physical addresses. The MMU instruction, PFLUSH, can be executed
successtully despite the state of the E-bit. PTEST results are undefined if the MMU is
disabled and no table search occurs. If translation is disabled and an access does not
match a transparent translation register {TTR), the access has the following default
attributes on the TTR: the caching mode is cachable/write-through, write protection is
disabled, and the user attribute signals (UPA1 and UPAD) are zero.

P—Page Size
This bit selects the memory page size.

0 =4 Kbytes
1 =8 Kbytes
A reset operation does not affect this bit. The bit must be initialized after a reset.
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3.1.3 Transparent Translation Registers

The data transparent translation registers (DTTRO and DTTR1) and instruction
transparent translation registers (ITTRO and ITTR1) are 32-bit reqgisters that define blocks
of logical address space. The TTRs operate independently of the E-bit in the TCR and the
state of the MDIS signal. Data transfers to and from these registers are long-word
transters. The TTR fields are defined following Figure 3-5, which illustrates TTR format.
Bits 12-10, 7, 4, 3, 1, and 0 always read as zero.

N 24 23 % 15 1 13 12 o1 109 a8 7 B 5 4 3 z o
LOGICAL ADDRESS BASE l LOGICAL ADDRESS MASK ] E ]S-PELDI 0 I 0 l 0 IUI IUU[ 0 | CM | 0 l o | Wl 0 [ OI

Figure 3-5. Transparent Translation Register Format

Logical Address Base

This 8-bit field is compared with address bits A31—-A24. Addresses that match in this
comparison (and are otherwise eligible) are transparently translated.

Logical Address Mask

Since this 8-bit field contains a mask for the Logical Address Mask field, setting a bit in
this field causes the corresponding bit in the Logical Address Base field to be ignored.
Blocks of memory larger than 16 Mbytes can be transparently translated by setting
some of the logical address mask bits to ones. The low-order bits of this field can be set
to define contiguous blocks larger than 16 Mbytes.

E—Enable
This bit enables or disables transparent translation of the block defined by this register:

0 = Transparent translation disabled
1 = Transparent translation enabled

S—Supervisor Mode
This field specifies the way FC2 is used in matching an address:

00 = Match only it FC2 = 0 (user mode access)
01 = Match only if FC2 = 1 (supervisor mode access)
1X = Ignore FC2 when matching

U0, Utl—User Page Attributes

The user defines these bits, and the M&8040 does not interpret them. U0 and Ut are
echoed to the UPAQ and UPA1 signals, respectively, if an external bus transfer results
from an access. These bits can be programmed by the user to support external
addressing, bus snoocping, or other applications.
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CM—Cache Mode
This field selects the cache mode and access serialization as follows:
00 = Cachable, Write-through

01 = Cachable, Copyback
10 = Noncachable, Serialized
11 = Noncachable

Section 4 Instruction and Data Caches provides detailed information on caching
modes, and Section 7 Bus Operation provides information on serialization.

W—Write Protect

This bit indicates if the transparent block is write protected. If set, write and read-modity-
write accesses are aborted as if the resident bit in a table descriptor were clear.

0 = Read and write accesses permitted
1 = Write accesses not permitted

3.1.4 MMU Status Register

The MMUGSR is a 32-bit register that contains the status information returned by execution
of the PTEST instruction. The PTEST instruction searches the translation tables to
determine status information about the translation of a specified logical address. Transfers
to and from the MMUSR are long-word transfers. The fields of the MMUSR are defined
following Figure 3-6, which illustrates the MMUSR.

3t 12 1 10 9 a 7 6 5 4 3 2 1 o}
B PHYSICAL ADDRESS |s|s|u1[uols’ cM IMIOIWIT]T}

Figure 3-6. MMU Status Register Format

Physical Address

This 20-bit field contains the upper bits ¢f the translated physical address. Merging
these bits with the lower bits of the logical address forms the actual physical address.
Bit 12 is undefined if a PTEST is executed with 8-Kbyte pages selectad.

B—Bus Error

The B-bit is set if a transfer error is encountered during the table search for the PTEST
instruction. If the B-bit is set, all other bits are zero.

G—Global
This bit is set if the G-bit is set in the page descriptor.

U1, U0—User Page Attributes
These bits are set if corresponding bits in the page descriptor are set,
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S—Supervisor Proteclicn

This bitis set if the S-bit in the page descriptor is set. Setting this bit does not indicate
that a viclation has occurred.

CM—Cache Mode
This 2-bit field is copied from the CM bits in the page descriptor.

M—Modified
This bitis set if the M-bit is set in the page descriptor associated with the address.

W—Write Protect

This bit is set if the W-bit is set in any of the descriptors encountered during the table
search. Setting this bit does not indicate that a violation has occurred.

T—Transparent Translation Register Hit

If the T-bit is set, then the PTEST address matches an instruction or data TTR, the R-bit
is set, and all other bits are zero.

R—Resident

The R-bit is set if the PTEST address matches an instruction or data TTR or if the table
search completes by obtaining a valid page descriptor.

3.2 LOGICAL ADDRESS TRANSLATION

The tunction of the MMUs is to translate logical addresses to physical addresses. The
MMUs perform translations according to control information in translation tables. The
operating system creates these translation tables and stores them in memory. The
processor then fetches a translation table as needed and stores it in an ATC.

3.2.1 Translation Tables

The M68040 uses the ATCs in the instruction and data memory units with translation
tables stored in memory to perform the translations from logical to physical addresses.
The operating system loads the translation tables for a program into memory. No
distinction is made in the translation of instruction accesses versus data accesses
because the instruction and data MMUs access the same translation table for a specific
privilege mode, either user or supervisor. This lack of distinction results in a merged
instruction and data address space.

Figure 3-7 illustrates the three-level tree structure of a general translation table supported
by the M68040. The root- and pointer-level tables contain the base addresses of the
tables at the next level. The page-level tables contain either the physical address for the
translation or a pointer to the memory location containing the physica! address. Only a
portion of the translation table for the entire logical address space is required to be
resident in memory at any time—specifically, only the portion of the table that translates
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the logical addresses of the currently executing process. Portions of translation tables can
be dynamically allocated as the process requires additional memaory.

| ROOT POINTER } )
FRST | mooT
LEVEL TABLES
SECOND | POINTER
LEVEL TABLES
THIRD PAGE

LEVEL TABLES

Figure 3-7. Translation Table Structure

The current privilege mode determines the use of the URP or SRP for transiation of the
access. The root pointer contains the base address of the translation table’s root-level
table. The translation table consists of tables of descriptors. The table descriptors of the
root- and pointer-levels can be either resident or invalid. The page descriptors of the page-
level table can be resident, indirect, or invalid. A page descriptor defines the physical
address of a page frame in memory that corresponds to the logical address of a page. An
indirect descriptor, which contains a pointer to the actual page descriptor, can be used
when two or more logical addresses access a single page descriptor.

The table search uses logical addresses to access the translation tables. Figure 3-8
illustrates a logical address format, which is segmented into four fields: root index (RN,
pointer index (PI), page index (PGI), and page offset. The first three fields extracted from
the logical address index the base address for each table level. The seven bits of the
logical address Rl field are multiplied by 4 or shifted to the left by two bits. This sum is
concatenated with the upper 23 bits of the appropriate root pointer (URP or SRP) to yield
the physical address of a root-level table descriptor. Each of the 128 root-level {able
descriptors corresponds to a 32-Mbyte block of memory and points to the base of a
pointer-level table.
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k) 25 24 1817 1312 11 0
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(RI} (P} PG

Figure 3-8. Logical Address Format

The seven bits of a logical address Pl field are multiplied by 4 (shifted to the left by two
bits) and concatenated with the fetched root-level descriptor's upper 23 bits to produce the
physical address of the pointer-level table descriptor. Each of the 128 pointer-level table
descriptors corresponds to a 256-Kbyte block of memory.

For 8-Kbyte pages, the five bits of the PGl field are multiplied by 4 (shifted to the left by
two bits) and concatenated with the fetched pointer-level descriptor's upper 25 bits to
produce the physical address of the 8-Kbyte page descriptor. The upper 19 bits of the
page descriptor are the page frame’s physical address. There are 32 8-Kbyte page
descriptors in a page-level table.

Similarly, for 4-Kbyte pages, the six bits of the PGl field are multiplied by 4 (shifted to the
left by two bits) and concatenated with the fetched pointer-level descriptor's upper 24 bits
to produce the physical address of the 4-Kbyte page descriptor. The upper 20 bits of the
page descriptor are the page frame's physical address. There are 64 4-Kbyte page
descriptors in a page-level table.

Write-protect status is accumulated from each level's descriptor and combined with the
status from the page descriptor to form the ATC entry status. The M68040 creates the
ATC entry from the page frame address and the associated status bits and retries the
original bus access. Refer to 3.3 Address Translation Caches for details on ATC entries.

If the descriptor from a page table is an indirect descriptor, the page descriptor pointed to
by this descriptor is fetched. Invalid descriptors can be used at any level of the tree except
the root. When a table search for a normal translation encounters an invalid descriptor, the
processor takes an access fault exception. The invalid descriptor can be used to identify
either a page or branch of the tree that has been stored on an external device and is not
resident in memory or a portion of the translation table that has not yet been defined. In
these two cases, the exception routine can either restore the page from disk or add to the
translation table. Figures 3-9 and 3-10 illustrate detailed flowcharts of table search and
descriptor fetch operations.

A table search terminates successfully when a page descriptor is encountered. The
occurrence of an invalid descriptor or a transfer error acknowledge also terminates a table
search, and the M6B040 takes an exception on the retry of the cycle because of these
conditions. The exception handler should distinguish between anticipated conditions and
lrue error conditions. The exception handler can correct an invalid descriptor that indicates
a nonresident page or one that identifies a portion of the translation table yet to be
allocated. An access error due to a system malfunction can require the exception handler
to write an error message and terminate the task.
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Figure 3-9. Detailed Flowchart of Table Search Operation
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Figure 3-10. Detailed Flowchart of Descriptor Fetch Operation
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Motorala highly recemmends that the translation tables be placed in cache-inhibited
memory space. Motorota also highly recommends table descriptors must not be left in
slates that are incoherent to the processor. Fulure processors may lreat these
recommendations as mandatory. The following paragraphs apply only to M68040 systems
that cannot meet these recommendations.

The processor never allocates table descriptors in the data cache when the processor
performs a table search. Only normal accesses to the translation tables cause descriptors
to be allocated in the data cache. If table descriptors are allocated in the data cache and
the cache is disabled, the processor locks up trying to access a cached descriptor during
a lable search. Ensuring that the data cache is invalidated before enabling the MMU or
disabling the data cache and ensuring that the pages containing table descriptors are
pushed and invalidated prevents lockup during table searches.

Table and page descriptors must not be left in a state that is inccherent to the processor.
Violation of this restriction can result in an undefined operation. Page descriptors must not
have an encoding of U-bit = 0, M-bit = 1 and PDT field = G1 or 11. This encoding indicates
that the page descriptor is resident, not used, and modified. The processor’s table search
algorithm never leaves a descriptor in this state. This state is possible through direct
manipulation by the operating system for this specific instance. A table search for a
MOVE16 write can corrupt the cache line being written if the table descriptors are marked
copyback.

3.2.2 Descriptors

There are two types of descriptors used in the translation tables, table and page. Table-
and page-level descriptors can be further divided into types of descriptors. Root table
descriptors are used in root-level tables and pointer table descriptors are used in pointer-
level tables. Descriptors in the page-level tables contain either a page descriptor for the
translation or an indirect descriptor that points to a memory location containing the page
descriptor. The P-bit in the TCR selects the page size as either 4 or 8 Kbytes.

3.2.2.1 TABLE DESCRIPTORS. Figure 3-11 illustrates the formats of the root and pointer
table descriptors. Two descriptor formats are possible at the pointer-level tables to support
4-Kbyte and 8-Kbyte page sizes.
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Figure 3-11. Table Descriptor Formats

3.2.2.2 PAGE DESCRIPTORS. Figure 3-12 iflustrates the page descriptors for both
4-Kbyte and 8-Kbyte page sizes. Refer to Section 4 Instruction and Data Caches for
details concerning caching page descriptors.

i 12 1N 10 9 8 7 3 [ 4 3 2 1 0
I PHYSICA. ADDRESS fuz{ s [ur [we] s [ om [ u [v] wl por |
&K PAGE DESCIPTOR (PAGE LEVEL)
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[ PHYSICAL ADCRESS ]UF\IURI G lu1 I ual 5 I oM f M ] u ] w] pﬂ
8K PAGE DESCRIPTOR (PAGE LEVEL)

n

2 1 o
| DESTAIPTOR ADCRESS | eor ]

INCIRECT PAGE DESCRIPTOR {PAGE LEVEL)

Figure 3-12. Page Descriptor Formats

3.2.2.3 DESCRIPTOR FIELD DEFINITIONS. The field definitions for the table- and page-
level descriptors are listed in alphabetical grder:

CM—Cache Mode
This field selects the cache mode and accesses serialization as follows:
00 = Cachable, Write-through

01 = Cachable, Copyback
10 = Noncachable, Serialized
11 = Noncachable

Section 4 Instruction and Data Caches provides detailed information on caching
modes, and Section 7 Bus Operation provides information on serialization.
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Descriptor Address

This 30-bit field, which contains the physical address of a page descriptor, is only used
in indiract descriptors.

G—CGlobal
When this bit is set, it indicates the entry is global. PFLUSH instruction variants that
specify nonglobal entries do not invalidate global entries, even when all other selection
criteria are satisfied. If these PFLUSH variants are not used, then system software can
use this bit.

M—Modified
This bit identifies a modified page. The M&8040 sets the M-bit in the corresponding
page descriptor before a write operation to a page for which the M-bit is clear, except for
write-protect or supervisor violations. The read portion of a read-modify-write access is
considered a write for updating purposes. The M88040 never clears this bit.

PDT—Page Descriptor Type

This field identifies the descriptor as an invalid descriptor, a page descriptor for a
resident page, or an indirect pointer to another page descriptor.
00 = Invalid
This code indicates that the descripter is invalid. An invalid descriptor can
represent a nonresident page or a logical address range that is out of
bounds. All other bits in the descriptor are ignored. When an invalid
descriptor is encountered, an ATC entry is created for the logical address
with the resident bit in the MMUSR clear.
01 or 11 = Resident
These codes indicate that the page is resident.
10 = Indirect
This code indicates that the descriptor is an indirect descriptor. Bits 31-2
contain the physical address of the page descriptor. This encoding is invalid
for a page descriptor peinted to by an indirect descriptor.

Physical Address

This 20-bit field contains the physical base address of a page in memory. The logical
address supplies the low-order bits of the address required to index into the page.
When the page size is 8-Kbyte, the least significant bit of this field is not used.

S—Supervisor Protected

This bit identifies a page as supervisor only. Only programs operating in the supervisor
mede are aliowed to access the portion of the logical address space mapped by this
descriptor when the S-bitis set. If the bit is clear, both supervisor and user accesses are
allowed.
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Page Table Address

This field contains the physical base address of a table of page descriptors. The low-
order bits of the address required to index into the page table are supplied by the logical
address.

U-—~Used
The processor automatically sets this bit when a descriptor is accessed in which the
U-bit is clear. In a page descriptor lable, this bit is set to indicate that the page
corresponding to the descriptor has been accessed. In a pointer table, this bit is set to
indicate that the pointer has been accessed by the M68040 as part of a table search.
The U-bit is updated before the M68040 allows a page to be accessed. The processor
never clears this bit.

U0, U1—User Page Attributes

These bits are user defined and the processor does not interpret them. U0 and U1 are
echoed to the UPAO and UPAT1 signals, respectively, if an external bus transfer results
from the access. Applications for these bits include extended addressing and sNoop
protocol selection.

UDT—Upper Level Descriptor Type
These bits indicate whether the next level table descriptor is resident.

00 or 01 = Invalid
These codes indicate that the table at the next level is not resident or that
the logical address is out of bounds. All other bits in the descriptor are
ignored. When an invalid descriptor is encountered, an ATC entry is created
for the logical address with the resident bit in the MMUSR clear.

10 or 11 = Resident
These codes indicate that the page is resident.

UR-—User Reserved
These single bit fields are reserved for use by the user.

W—Write Protected

Setting the W-bit in a table descriptor write protects all pages accessed with that
descriptor. When the W-bit is set, a write access or a read-modify-write access to the
logical address corresponding to this entry causes an access error exception to be
taken.

X—~Motorola Reserved
These bit fields are reserved for future use by Motorola.
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3.2.3 Translation Table Example

Figure 3-13 illustrates an access example to the logical address $76543210 while in the
supervisor mode with an 8-Kbyte memory page size. The Rl field of the logical address,
$3B, is mapped into bits 8-2 of the SRP value to select a 32-bit root table descriptor at a
root-level table. The selected root table descriptor points to the base of a pointer-lfevel
table, and the PI field of the logical address, $15, is mapped into bits 8-2 of this base
address to select a pointer descriptor within the table. This pointer table descriptor points
to the base of a page-level table, and the PGl field of the logical address, $1, is mapped
into bits 6-2 of this base address to select a page descriptor within the table.

3.2.4 Variations in Translation Table Structure

Several aspects of the MMU translation table structure are software configurable, allowing
the system designer flexibility to optimize the performance of the MMUs for a particular
system. The following paragraphs discuss the variations of the translation table structure.

3.2.4.1 INDIRECT ACTION. The M68040 provides the ability to replace an entry in a page
table with a pointer to an alternate entry. The indirection capability allows multiple tasks to
share a physical page while maintaining only a single set of history information for the
page (i.e., the modified indication is maintained only in the single descriptor). The
indirection capability also allows the page frame to appear at arbitrarily different addresses
in the logical address spaces of each task.
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LOGICAL ADDRESS
ROOT NDEX PONTERINDEX  PAGE INDEX PAGE OFFSET
$76543210= 0 1 1 1 0 t 1o 01 010 1[0 000 1[X XX XXX XXXXXXX]
TABLE ENTRY ¥ - £38 $15 s01
ADDRESS OFFSET » $EC sc4 $04
TABLE $00 TABLE $00 TABLE $00
_ _—_ }-_7 * —— — E—
TABLE $38 TABLE $15

-

SUPERVISCR—a»{  SRP  J—— I, ]
MODE : : ’ :
$38 | 500001800 | $15 | $00003000 801 |FRAME ADDRESS]

TABLE $7F TABLE §1F
ROOT LEVEL POINTER LEVEL PAGE LEVEL
TAALES TABLES TABLES

Figure 3-13. Example Translation Table

Using the indirection capability, single entries or entire tables can be shared between
muitiple tasks. Figure 3-14 illustrates two tasks sharing a page using indirect descriptors.

When the M68040 has completed a normal table search, it examines the PDT field of the
last entry fetched from the page tables. if the PDT field contains an indirect ($2) encoding,
it indicates that the address contained in the highest order 30 bits of the descriptor is a
pointer to the page descriptor that is to be used to map the logical address. The processor
then fetches the page descriptor from this address and uses the physical address field of
the page descriptor as the physical mapping for the logical address.

The page descriptor located at the address given by the indirect descriptor must not have
a PDT field with an indirect encoding (it must be either a resident descriptor or invalid).
Otherwise, the descriptor is treated as invalid, and the M68040 creates an ATC entry with
a signaled error condition (R-bit in MMUSR s clear).
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LOGICAL ADDRESS

ROOT N X PONTERINDEX _ PAGE INDEX PAGE OFFSET
s76543210= [ | t 1o oot ot o feno o X xx X XXXXXXX K]
TABLE ENTHY # = %38 §15 $01
ADORESS OFFSET » $ic $54 $04
TABLE 800 TABLE 300 TABLE $00

Y
Y

) TABLE 338 TABLE $15

ROQT POINTER I — L

TASKA — : : ’ :
$38[ $0000180 515 [ §000C3000_| S011_ $80000010

w

’ TABLE $7F TABLE $1F
ROOT POINTER »
TASKB — . . J .
- I RAME ADDRESS]
ROOT-LEVEL POINTER-LEVEL PAGE-LEVEL
TABLES TABLES TABLES

Figure 3-14. Translation Table Using Indirect Descriptors

3.2.4.2 TABLE SHARING BETWEEN TASKS. More than one task can share a pointer- or
page-level table by placing a pointer to a shared table in the address translation tables.
The upper (nonshared) tables can contain different write-protected settings, allowing
ditferent tasks to use the memory areas with different write permissions. In Figure 3-15,
two tasks share the memory translated by the table at the pointer table level. Task A
cannot write to the shared area; task 8, however, has the W-bit clear in its pointer to the
shared table so that it can read and write the shared area. Also, the shared area appears
at different logical addresses for each task. Figure 3-15 illustrates shared tables in a
translation table structure.
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LOGICAL ADORESS
AOOT INDEX PONTER INDEX____PAGE INDEX PAGE OFFSET
876643290 [0 1 1 1 0 1 1]0 0 1 01 0 10000 1[XXXXXXXXXXXXX|
TABLE ENTRY # = 833 815 01
ADDRESS OFFSET = $eC $54 $04
TABLE 500 TABLE $00 TABLE $00

J
Y
;‘
i&

l

ROOT POINTER . - L —
TASKA — : D _
$38 | VBT SET. - |
TABLE $38 TABLE $15
ROOT POINTER > . i}
TASKS — :
| W-BIT CLEAR |~ $15 | 00003060 $01 [FRAME ADDRESS
ROOT-LEVEL POINTER-LEVEL PAGE-LEVEL
TABLES TABLES TABLES

* Page frame address shared by task A and B; write protected from task A,

Figure 3-15. Translation Table Using Shared Tables

3.2.4.3 TABLE PAGING. The entire translation table for an active task need not be
resident in main memory. In the same way that only the working set of pages must be
allocated in main memory, only the tables that describe the resident set of pages need be
available. Placing the invalid code (SO or $1) in the UDT field of the table descriptor that
points to the absent table(s) implements this paging of tables. When a task attempts to
use an address that an absent table would translate, the M68040 is unable to locate a
translation and takes access error exception when the execution unit retries the bus
access that caused the table search to be initiated.

The operating system determines that the invalid code in the descriptor corresponds to
nonresident tables, This determination can be facilitated by using he unused bits in the
descriptor to store status information concerning the invalid encoding. The MBR040 does
not interpret or modify an invalid descriptor's fields except for the UDT field. This

MOTOROLA M&68040 USER'S MANUAL 3-19

For More Information On This Product,
Go to: www.freescale.com




Freescale Semiconductor, Inc.

interpretation allows the operating system lo store system-defined information in the
remaining bits. Information typically stored includes the reason for the invalid encoding
{tables paged out, region unallocated, etc.) and possibly the disk address for nonresident
tables. Figure 3-16 illustrates an address translation table in which only a single page

table (table $15) is resident; all other page tables are not resident.

MOTOROLA

LOGICAL ADDRESS
ROOT INDEX POINTER INDEX PAGE INDEX PAGE OFFSET
$76543210= | p 1soi1100101o1[oooom|xxxxxxxxxxxxx
TABLE ENTRY # = $38 $15
ADDRESS OFFSET » $EC 354
SUPERVISOR
TABLE $00 TABLE $00 TABLE $00
NONRESIDENT NONRESIDENT NONRESIDENT
(PAGED OR {PAGED OR {PAGED OR
UNALLOCATED) UNALLOCATED) UNALLOCATED)
" TABLE $3B TABLE 815
SRP UDT = INVALID [— 1 UDT = INVALID
UDT = INVALID UDT = INVALID .
$38 | UDT = RESIDENT 51 UDT = RESIDENT 1]FRAME ADDRESY]
UDT = INVALID UDT = INVALID :
UOT = INVALID UDT = INVALID
TABLE §7F TABLE §iF
NONRE SIDENT NONRESIDENT NONRESIDENT
{PAGED OR {PAGED OR (PAGED OR
UNALLOCATED; UNALLOCATED) UNALLOCATED;)
ROOT-LEVEL POINTER-LEVEL PAGE-LEVEL
TABLES TABLES TABLES
Figure 3-16. Translation Table with Nonresident Tables
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3.2.4.4 DYNAMICALLY ALLOCATED TABLES. Similar to paged tables, a complete
translation table need not exist for an active task. The operating system can dynamically
allocate the translation table based on requests for access to particular areas.

As in demand paging, it is difficult, if not impossible, to predict the areas of memory that a
task uses over any extended period. Instead of attempting to predict the requirements of
the task, the operating system performs no acticn for a task until a demand is made
requesting access to a previously unused area or an area that is no longer resident in
memory. This technique can be used to efficiently create a translation table for a task.

For example, consider an operating system that is preparing the system to execute a
previously unexecuted task that has no translation table. Rather than guessing what the
memory-usage requirements of the task are, the operating system creates a translation
table for the task that maps one page corresponding to the initial value of the program
counter (PC) for that task and one page corresponding to the initial stack pointer of the
task. All other branches of the translation table for this task remain unallocated until the
task requests access to the areas mapped by these branches. This technique allows the
operating system to construct a minimal translation table for each task, conserving
physical memory utilization and minimizing operating system overhead.

3.2.5 Table Search Accesses

The cache treats table search accesses that are not read-modify-write accesses as
cachable/write-through but do not allocate in the cache for misses. Read-modify-write
table search accesses {required to update scme descriptor U-bit and M-bit combinations)
are treated as noncachable and force a matching cache line to be pushed and invalidated.
Table search bus accesses are locked only for the specific portions of the table search
that requires a read-modity-write access.

During a table search, the U-bit in each encountered descriptor is checked and set if not
already set. Similarly, when the table search is for a write access and the M-bit of the
page descriptor is clear, the processor sets the bit if the table search does not encounter a
set W-bit or a supervisor violation. Repeating the descriptor access as part of a read-
modity-write access updates specific combinations of the U and M bits, allowing the
external arbiter to prevent the update operation from being interrupted.

The M68040 asserts the LOCCK signal during certain portions of the table search to ensure
proper maintenance cf the U-bit and M-bit. The U-bit and M-bit are updated before the
M68040 allows a page o be accessed or written. As descriptors are fetched, the U-bit and
M-bit are monitored. Write cycles modify these bits when required. For a table descriptor,
a write cycle that sets the U-bit occurs only if the U-bit was clear. Table 3-1 lists the page
descriptor update operations for each combination of U-bit, M-bit, write-protected, and
read or write access type.
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Previous Status Access Page Descriptor New Status
U-git | mait |wpBit| Type Update Operation U-Bit | M-Bit
0 0 Locked RMW Access to Set U 1 c
0 1 Locked RMW Access 1o Set U 1 1
1 0 X Read |None 1 0
1 1 Nane 1 1
0 0 Write to Set U and M 1 1
0 1 Locked RMW Access to Set U 1 1
1 0 0 Write 10 Set M 1 1
1 1 Write | None 1 1
0 0 Locked RMW Access to Set U 1 0
0 1 Locked RMW Access to Set U 1 1
1 0 1 None 1 G
1 1 None 1 1

NOTE: WP indicates the accumulated write-protect status.

An alternate address space access is a special case that is immediately used as a
physical address without translation. Because the M68040 implements a merged
instruction and data space, the integer unit translates MOVES accesses to instruction
address spaces (SFC/DFC = $6 or $2) into data references (SFC/DEC = $5 or $1). The
data memory unit handles these translated accesses as normal data accesses. |f the
access fails due to an ATC fault or a physical bus error, the resulting access error stack
frame contains the converted function code in the TM field for the faulted access.
Invalidation of the instruction cache line containing the referenced location to maintain
cache coherency must precede MOVES accesses that write the instruction address

space. The SFC and DFC values and results are listed in Table 3-2.

3-22

Table 3-2. SFC and DFC Values

Resulis
SFC/DFC Value T ™
000 10 000
001 00 001
010 00 001
01 10 011
100 10 100
101 00 101
110 00 101
iR 10 111
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3.2.6 Address Translation Protection

The M68040 MMUs provide separate translation tables for supervisor and user address
spaces. The translation tables contain both mapping and protection information. Each
table and page descriptor includes a write-protect (W) bit that can be set to provide write
protection at any level. Page descriptors also contain a supervisor-only (S) bit that can
limit access to programs operating at the supervisor privilege level.

The protection mechanisms can be used individually or in any combination to protect:
» Supervisor address space from accesses by user programs.
+ User address space from accesses by other user programs.

+ Supervisor and user program spaces from write accesses (implicitly supported by
designating all memory pages used for program storage as write protected).

+ One or more pages of memory from write accesses.

3.2.6.1 SUPERVISOR AND USER TRANSLATION TABLES. One way of protecting
supervisor and user address spaces from unauthorized accesses is to use separate
supervisor and user translation tables. Separate trees protect supervisor programs and
data from accesses by user programs and user programs and data from access by
supervisor programs. Access is granted to the superviscr programs that can accesses any
area of memory with MOVES. The translation table pointed to by the SRP is selected for
all other supervisor mode accesses. This translation table can be common to all tasks.
Figure 3-17 illustrates separate translation tables for supervisor accesses and for two user
tasks that share the common supervisor space. Each user task has an translation table
with unique mappings for the logical addresses in its user address space.

3.2.6.2 SUPERVISOR ONLY. A second mechanism protects supervisor programs and
data without requiring segmenting of the logical address space into supervisor and user
address spaces. Page descriptors contain S-bits to protect areas of memory from access
by user programs. When a table search for a user access encounters an S-bit set in a
page descriptor, the table search ends, and an ATC descriptor corresponding to the
logical address is created with the S-bit set. A subsequent retry of the user access results
in an access error exception being taken. The S-bit can be used to protect one or more
pages from user program access. Supervisor and user mode accesses can share
descriptors by using indirect descriptors or by sharing tables. The entire user and
supervisor address spaces can be mapped together by loading the same root pointer
address into both the SRP and URP registers.
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TASLE FOR
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o e
3
POINTER SUPERVISOR A LEVEL TABLE
COMMON SRP F———
— ™ | TRANSLATION
) TABLE FOR
' ALL SUPERVISOR
o | ACCESSES
—*

Figure 3-17. Translation Table Structure for Two Tasks

3.2.6.3 WRITE PROTECT. The M68040 provides write protection independent of other
protection mechanisms. All table and page descriptors contain W-bits to protect areas of
memory from write accesses of any kind, including supervisor writes. An ATC descriptor
corresponding to the logical address is created with the W-bit set after the table search is
completed when a table search encounters a W-bit set in any table or page descriptor.
The subsequent retry of the write access results in an access error exception being taken.
The W-bit can be used to protect the entire area of memory defined by a branch of the
translation table or protect only one or more pages from write accesses. Figure 3-18
illustrates a memory map of the logical address space organized to use supervisor-only
and write-protect bits for protection. Figure 3-19 illustrates an example translation table for
this technique.

SUPERVISCR AND USER SPACE

THIS AREA IS SUPERVISOR ONLY, READ-ONLY

THIS AREA IS SUPERYISOR ONLY, READ/WRITE

THIS ABEA IS SUPERVISOR OR USER, READ-ONLY
THIS AREA IS SUPERVISOR OR USER, READAWRITE

Figure 3-18. Logical Address Map with Shared
Supervisor and User Address Spaces
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THIS PAGE
SUPERVISOR ONLY,
READ ONLY

1 S=1W=X

Y
=

THIS PAGE
SUPERVISOR ONLY,
READAWRITE

- W=0 F S=1,W=7707”

THIS PAGE
SUPERVISOR/USER,

) READ ONLY
PRIVILEGE -2 SRP
MODE I > Wwa M W=X [ S-0W=X
W
URP & SAP PCINT

TO SAME A LEVEL .
TABLE *

. . THIS PAGE
. . SUPERVISCR/USER,
READAWRITE

W=0 - S=0W=0 |

RCOT-LEVE POINTER-LEVEL PAGE-LEVEL
TABLE TABLE TABLE

iz

NOTE: X =Don'tcars.

Figure 3-19. Translation Table Using S-Bit and W-Bit To Set Protection
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3.3 ADDRESS TRANSLATION CACHES

The ATCs in the MMUs are four-way set-associative caches that each store 64 logical-to-
physical address translations and associated page information similar in form to the
corresponding page descriptors in memory. The purpose of the ATC is to provide a fast
mechanism for address translation by avoiding the overhead associated with a table
search of the logical-to-physical mapping of recently used logical addresses. Figure 3-20

illustrates the organization of the ATC.
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h T —
16)l J‘ 1]L 22 PA(11-0)
¥ ™ o (PANE
PAGE SIZE -~

YYvyy

3-26

=
w

HIT3

PAGE SIZE

PA(31-13)

MUX

'
LINE SELECT

=} \ 2
L 1

HT2

HT [LHT

HIT 1

DETECT

HTQ

Fvyy\

COMPARATOR |-——
0

Figure 3-20. ATC Organization
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Each ATC entry consists of a physical address, attribute information from a corresponding
page descriptor, and a tag that contains a logical address and status information. Figure
3-21, which illustrates the entry and 1ag fields, is followed by field definitions listed in
alphabetical order.

[v]w| s o [ wm]wl]a | PHYSICAL ADDRESS® |
— <«

[ v l G l FC2| LOGICAL ADDRESS® ]
TAG

* For 4-Kbyte page sizas this field uses address bits 31-12; for 8-Kbyle page sizes, bits 31-13.

Figure 3-21. ATC Entry and Tag Fields

CM—Cache Mcde
This field selects the cache mode and accesses serialization as follows:
00 = Cachable, Write-through
01 = Cachable, Copyback
10 = Noncachable, Serialized
11 = Noncachable

Section 4 Instruction and Data Caches provides detailed information on caching
modes, and Section 7 Bus Operation provides information on serialization.

FC2—Function Code Bit 2 {Supervisor/User)

This bit contains the function code corresponding to the logical address in this entry.
FC2 is set for supervisor mode accesses and cleared for user mode accesses.

G—Global

When set, this bit indicates the entry is global. Global entries are not invalidated by the
PFLUSH instruction variants that specify nonglobal entries, even when all other
selection criteria are satisfied.

Logical Address

This 13-bit field contains the most significant logical address bits for this entry. All 16
bits of this field are used in the compariscn of this entry to an incoming logical address
when the page size is 4 Kbyles. For 8-Kbytes pages, the least significant bit of this field
is ignored.

M—Modified
The modified bit is set when a valid write access to the logical address corresponding to
the entry cccurs. if the M-bit is clear and a write access to this logical address is
attempted, the MGB040 suspends the access, initiates a table search to set the M-bit in
the page descriptor, and writes over the old ATC entry with the current page descriptor
information. The MMU then allows the original write access to be performed. This
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procedure ensures that the first write operation to a page sets the M-bit in both the ATC
and the page descriptor in the translation tables, even when a previcus read operation
to the page had created an entry for that page in the ATC with the M-bit clear.

Physical Address
The upper bits of the translated physical address are contained in this field.

R—Resident

This bit is set if the table search successtully completes without encountering either a
nonresident page or a transfer error acknowledge during the search.

S—Supervisor Protected

This bit identifies a pointer table or a page as a supervisor-only table or page. Only
programs operating in the supervisor privilege mode are allowed to access the portion
of the logical address space mapped by this descriptor when the S-bit is set. If the bit is
clear, both superviscr and user accesses are allowed.

U0, U1—User Page Attributes

These user-defined bits are not interpreted by the M68040. U0 and U1 are echoed to
the UPAQ and UPAT signals, respectively, if an external bus transfer results from the
access.

V—Valid
When set, this bit indicates the validity of the entry. This bit is set when the MB8040

loads an entry. A flush operation by a PFLUSH or PFLUSHA instruction that selects this
entry clears the bit.

W—Write Protected

This write-protect bit is set when a W-bit is set in any of the descriptors encountered
during the table search for this entry. Setting a W-bit in a table descriptor write protects
all pages accessed with that descriptor. When the W-bit is set, a write access or a read-
modity-write access to the logical address corresponding to this entry causes an access
error exception to be taken immediately.

For each access to a memory unit, the MMU uses the four bits of the logical address
located just above the page offset (LA16-LA13 for 8K pages, LA15-LA12 for 4K pages) to
index into the ATC. The tags are compared with the remaining upper bits of the logical
address and FC2. If one of the tags matches and is valid, then the multiplexer choses the
corresponding entry to produce the physical address and status information. The ATC
outputs the corresponding physical address to the cache controller, which accesses the
data within the cache and/or requests an external bus cycle. Each ATC entry contains a
logical address, a physical address, and status bits.

When the ATC does not contain the transiation for a logical address, a miss occurs. The

MMU aborts the current access and searches the translation tables in memory {for the
correct translation. If the table search completes without any errors, the MMU stores the
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translation in the ATC and provides the physical address for the access, allowing the
memory unit to retry the original access.

There are some variations in the logical-to-physical mapping because of the two page
sizes. If the page size is 4 Kbytes, then logical address bit 12 is used to access the ATC's
memory, the tag comparators use bit 16, and physical address bit 12 is an ATC output. If
the page size is 8 Kbytes, then logical address bit 16 is used to access the ATC's
memory, and physical address bit 12 is driven by logical address bit 12. It is advisable that
a translation always be disabled before changing size and that the ATCs are flushed
before enabling translation again.

The M68040 is organized such that other operations always completely overlap the
translation time of the ATCs; thus, no performance penalty is associated with ATC
searches. The address transiation occurs in parallel with indexing into the on-chip
instruction and data caches.

The MMU replaces an invalid entry when the ATC stores a new address transiation. When
all entries in an ATC set are valid, the ATC selects a valid entry to be replaced, using a
pseudo-random replacement algorithm. A 2-bit counter, which is incremented for each
ATC access, points to the entry to replace when an access misses in the ATC. ATC hit
rates are application and page-size dependent, but hit rates ranging trom 98% to greater
than 99% can be expected. These high rates are achieved because the ATCs are
relatively large (64 entries) and utilization efficiency is high with 8-Kbyte and 4-Kbyte page
sizes.

3.4 TRANSPARENT TRANSLATION

Four independent TTRs (DTTO and DTT1 in the data MMU, ITTO and ITT1 in the
instruction MMU) define four blocks of logical address space to be translated to physical
address space. These logical address spaces must be at least 16 Mbytes and can overlap
or be separate. Each TTR can be disabled and completely ignored. The following
description assumes that the TTRs are enabled.

When an MMU receives an address to be translated, the privilege mode and the eight
high-order bits of the address are compared to the logical address spaces defined by the
two TTRs for the corresponding MMU. The logical address space for each TTR is defined
by an S-field, logical base address field, and logical address mask field. The S-field allows
matching either user or supervisor accesses or both accesses. When a bit in the logical
address mask field is set, the corresponding bit of the logical base address is ignored in
the address comparison and privilege mode. Setting successively higher order bits in the
address mask increases the size of the physical address space.

The address for the current bus cycle and a TTR address match when the privilege mode
and logical base address bits are equal. Each TTR can specify write protection for the
block. When write protection is enabled for a block, write or read-mcdify-write accesses to
the blcck are aborted.
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By appropriately configuring a TTR, flexible transparent mappings can be specified (refer
o 3.1.3 Transparent Translation Registers for field identitication). For instance, to
transparently translate the user address space, the S-field is set to $0, and the logical
address mask is set to $FF in both an instruction and data TTR. To transparently translate
supervisor accesses of addresses $00000000-$0FFFEFFF with write protection, the
logical base address field is set to $0x, the logical address mask is set to $OF, the W-bit is
set to one, and the S-field is set to $1. The inclusion of independent TTRs in both the
instruction and data MMUs provides an exception to the merged instruction and data
address space, allowing different translations for instruction and operand accesses. Also,
since the instruction memory unit is only used for instruction prefetches, different
instruction and data TTRs can cause PC relative operand fetches to be translated
differently from instruction prefetches.

If either of the TTRs matched during an access to a memory unit (either instruction or
data), the access is transparently transtated. If both registers match, the TTO status bits
are used for the access. Transparent translation can also be implemented by the
translation tables of the translation tables if the physical addresses of pages are set equal
to their logical addresses.

3.5 ADDRESS TRANSLATION SUMMARY

The instruction and data MMUs process translations by first comparing the logical address
and privilege mode with the parameters of the TTRs. If there is a match, the MMU uses
the logical address as a physical address for the access. If there is no match, the MMU
compares the logical address and privilege mode with the tag portions of the entries in the
ATC and uses the corresponding physical address for the access when a match oceurs.
When neither a TTR nor a valid ATC entry matches, the MMU initiates a table search
operation to obtain the corresponding physical address from the translation table. When a
table search is required, the processor suspends instruction execution activity and, at the
end of a successful table search, stores the address mapping in the appropriate ATC and
retries the access. The MMU creates a valid ATC entry for the logical address, and the
access is retried. If an access hits in the ATC but an access error or invalid page
descriptor was detected during the table search that created the ATC entry, the access is
aborted, and a bus error exception is taken.

It a write or read-modify-write access results in an ATC hit but the page is write protected,
the access is aborted, and an access error exception is taken. If the page is not write
protected and the modified bit of the ATC entry is clear, a table search proceeds to set the
modified bit in both the page descriptor in memory and in the ATC; the access is retried.
The ATC provides the address translation for the access if the modified bit of the ATC
entry is set for a write or read-modify-write access to an unprotected page, if the resident
bit is set (indicating the table search for the entry completed successfully), and if none of
the TTRs (instruction or data, as appropriate) match.,

An ATC access error is not reported immediately, if the iast 16 bits of a page is either an
A-ling, illegal, CHK, or unimplemented instruction and the next page is non-resident.
Instead, the ME8040 attempts to prefetch the next instruction on the missing page, then
the ATC access error exception is reported. The stacked PC points to the exceptional
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instruction, and the stacked FA points to the first longword in the missing page. When an
ATC access error occurs while prefetching the next instruction on the non-existant page
after a change of flow instruction, the exception should be cleared by execution of the new
instruction flow. Either avoid this scenario, or have a dummy resident page following the
exceptional instruction.

Figure 3-22 illustrates a general flowchart for address translation. The top branch of the
flowchart applies to transparent translation. The bottom three branches apply to ATC
translation.

3.6 MMU EFFECT ON RSTI AND MDIS
The following paragraphs describe MMU effects on the RSTIl and MDIS pins.

3.6.1 Effect of RST! on the MMUs

When the M68040 is reset by the assertion of the reset input signal, the E-bits of the TCR
and TTRs are cleared, disabling address translation. This reset causes logical addresses
to be passed through as physical addresses, allowing an operating system to set up the
translation tables and MMU registers as required. After the translation tables and registers
are initialized, the E-bit of the TCR can be set, enabling paged address translation. While
address translation is disabled, the attribute bits for an access that an ATC entry ora TTR
normally supplies are zero, selecting write-through cachable mode, no write protection,
and user page attribute bits cleared. RSTI does not affect the P-kit of the TCR.

A reset of the processor does not invalidate any entries in the ATCs or alter the page size.
A PFLUSH instruction must be executed to flush all existing valid entries from the ATCs
after a reset operation and before translation is enabled. PFLUSH can be executed even if
the E-bit is cleared.

3.6.2 Effect of MDIS on Address Translation

The assertion of MDIS prevents the MMUs from performing ATC searches and the
execution unit from performing table searches. With address translation disabled, logical
addresses are used as physical addresses. MDIS disables the MMUs on the next internal
access boundary when asserted and enables the MMUs on the next boundary after the
signal is negated. The assertion of this signal does not atiect the operation of the
transparent translation registers or execution of the PFLUSH or PTEST instructions.
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Figure 3-22. Address Translation Flowchart
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3.7 MMU INSTRUCTIONS

The M68040 instruction set includes three privileged instructions that perform MMU
operations. The following paragraphs briefly describe each of these instructions. For
detailed descriptions of these instructions, refer to M68BC00PR/AD, MEB000 Family
Programmer's Reference Manual.

3.7.1 MOVEC

The MOVEC instruction transfers data between an integer data register, or memory
location, and any of the M68040 control and status registers. The operating system uses
the MOVEC instruction to contrel and monitor MMU operation by manipulating and
reading the eight MMU registers.

3.7.2 PFLUSH

The PFLUSH instruction flushes or invalidates address translation descriptors in the
ATCs. PFLUSHA, a version of the PFLUSH instruction, flushes all entries. The PFLUSH
instruction flushes a user or supervisor entry with a specified logical address. The
PFLUSHAN and PFLUSHN instruction variants qualify entry selection further by flushing
only entries that are nonglobal, indicated by a cleared G-bit in the entry.

3.7.3 PTEST

The PTEST instruction performs a table search operation for a specified function code and
logical address and sets the appropriate bit fields in the MMUSR to indicate conditions
encountered during the search. PTEST automatically flushes the corresponding entry from
the cache before searching the tables and loads the latest information from the translation
tables into the ATC. The exception routines of the operating system can use this
instruction to identify MMU fauits.

PTEST is primarily used in access error exception handlers. For example, if a bus error
has occurred, the handler can execute an instruction sequence such as the following
sequence:

MOVE.B (A7 offset1),D0 Copy transfer modifier field from stack frame

MOVEC D0,DFC into DFC reqister

MOVEA.L (A7 offset2) AO Copy fault address from stack frame into address register
PTESTW (AQ) Test address in AD with function code in DFC registers

The transfer modifier field copied into the destination function code (DFC) register
indicates whether the faulted access was a supervisor or user mode access and whether
it was an instruction prefetch or data access. The PTEST instruction uses the DFC value
to determine which translation table (supervisor or user) to search and which ATC {data or
instruction) to create the entry in. After executing this code sequence, the handler can
examine the MMUSR for the source of the fault.

The ME8040 MMU instructions use opcodes that are different from those for the
corresponding instructions in the MC88030 and MC68851. All MMU cpcodes for the
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MCE8030 and MC68851 cause F-line unimplemented instruction exceptions if executed in
either supervisor or user mode by the M68040.

3.7.4 Register Programming Considerations

If the entries in the ATCs are no longer valid when a reset operation occurs (as is normally
expected), an explicit flush operation must be specified by the system software. The
assertion of RSTI disables translation by clearing the E-bits of the TCR, DTTRx, and
ITTRx, but it does not flush the ATCs. Reading or writing any of the MMU registers (URP,
SRP, TCR, MMUSR, DTTRO, DTTR1, ITTRO, ITTR1) does not flush the ATCs. Since a
write to these registers can cause some or all the address translations to change, the write
should be followed by a PFLUSH operation to flush the ATCs if necessary.

The status bits in the MMUSR indicate conditions to which the operating system should
respond. In a typical access error exception handler, the flowchart illustrated in Figure
3-23 can be used to determine the cause of an MMU fault. The PTEST instruction sets
the bits in the MMUSR appropriately, and the program can branch to the appropriate code
segment for the condition.
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Figure 3-23. MMU Status Interpretation
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SECTION 4
INSTRUCTION AND DATA CACHES

NOTE

Ignore all references to the memory management unit (MMU)
when reading for the MCEBECQ040 and MCEBECO04QV. The
functionality of the MC68040 transparent translation registers
has been changed in the MC68EC040 and MC68EC040V to
the access control registers. Refer to Appendix B
MC68EC040 for details.

The M6B040 contains two independent, 4-Kbyte, on-chip caches located in the physical
address space. Accessing instruction words and data simultaneously through separate
caches increases instruction throughput. The M68040 caches improve system
performance by providing cached data to the on-chip execution unit with very low latency.
Systems with an alternate bus master receive increased bus availability.

Figure 4-1 illustrates the instruction and data caches contained in the instruction and data
memory units. The appropriate memory unit independently services instruction prefetch
and data requests from the integer unit (IU). The memory units translate the logical
address in parallel with indexing into the cache. If the translated address matches one of
the cache entries, the access hits in the cache. For a read operation, the memory unit
supplies the data to the U, and for a write operation, the memory unit updates the cache.
If the access does not match one of the cache entries {misses in the cache) or a write
access must be written through to memory, the memory unit sends an external bus
request to the bus controller. The bus controller then reads or writes the required data.

Cache coherency in the M68040 is optimized for multimaster applications in which the
ME8040Q is the caching master sharing memory with one or more noncaching masters
{such as DMA controllers). The M68040 implements a bus snooper that maintains cache
coherency by monitoring an alternate bus master's access and performing cache
maintenance operations as requested by the alternate bus master. Matching cache entries
can be invalidated during the alternate bus master’s access to memory, or memory can be
inhibited to allow the ME8040 to respond to the access as a slave. For an external write
operation, the processor can intervene in the access and update its internal caches (sink
data). For an external read operation, the processor supplies cached data to the alternate
bus muster (source dataj. This prevents the M68040 caches from accumulating old or
invalid copies of data (stale data). Alternate bus masters are allowed access to locally
modified data within the caches that is no longer consistent with external memory (dirty
data). Allowing memory pages to be specified as write-through instead of copyback also
supports cache coherency. When a processor writes to write-through pages, external
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memory is always updated through an external bus access after updating the cache,
keeping memory and cached data consistent.

INSTRUCTION DATA BUS ]
INSTRUCTION “INSTRUCTION
e ok CAGHE -
o e INSTRUCTION = N aoAces |
pel
INSTAUCTION > MMU/CACHE/SNOOP Cﬁ
FETCH CONTROLLER
CONVERT - <:>
. o INSTRUCTION MEMORY UNIT B
U ADDRESS
S BUS
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FETCH R BUS
0
L
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WRITE- DATA MEMORY UNIT DATA {
BACK DATA ADDRESS E <:>
WRITEBACK > MMUICACHE/SNOOP < BUS
CONTROLLER peaiiive
FLOATING- INTEGER {}
POINT UNIT UNIT DATA
e
OPERAND DATA BUS

Figure 4-1. Overview of Internal Caches

4.1 CACHE OPERATION

Both four-way set-associative caches have 64 sets of four 16-byte lines. There are two
formats that define each cache line, an instruction cache line format and a data cache line
tormat. Each format contains an address tag consisting of the upper 22 bits of the physical
address, status information, and four long words (128 bits) of data. The status information
for the instruction cache line address tag consists of a single valid bit for the entire line.
The status information for the data cache line address tag contains a valid bit and four
additional bits to indicate dirty status for each long word in the fine. Note that only the data
cache supports dirty cache lines. Figure 4-2 iliustrates the instruction cache line format (a)
and the data cache line format (b).
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(b) Data Cache Line
Figure 4-2. Cache Line Formats

The cache stores an entire ling, providing validity on a line-by-line basis. Only burst mode
accesses that successfully read four long words can be cached. Memory devices unable
to support bursting can respond to a cache line read or write access by asserting the
transfer burst inhibit (TBI) signal, forcing the processor to complete the access as a
sequence of three long-word accesses. The cache recognizes burst accesses as if the
access were never inhibited, detecting no difference.

A cache line is always in one of three states: invalid, valid, or dirty. For invalid lines, the V-
bit is clear, causing the cache line to be ignored during lockups. Valid lines have their V-bit
set and D-bits cleared, indicating all four long words in the line contain valid data
consistent with memory. Dirty cache lines have the V-bit and one or more D-bits set,
indicating that the line has valid long-werd entries that have not been written to memory
(long words whose D-bit is set). A cache line changes from valid to invalid if the execution
of the CINV or CPUSH instruction explicitly invalidates the cache line; if a snooped write
access hits the cache line and the line is not dirty; or if the SCx signals for a snooped read
access invalidates the line. Both caches should be explicitly cleared after a hardware reset
of the processor since reset does not invalidate the cache lines.

Figure 4-3 illustrates the general flow of a caching operation. The correspending memory
unit translates the logical address of each access to a physical address allowing the 1U to
access the data in the cache. To minimize latency of the requested data, the lower
untranslated bits of the logical address map directly to the physical address bits and are
used to access a set of cache lines in parallel with the translation. Physical address bits
9-4 are used to index into the cache and select one of the 64 sets of four cache lines. The
four tags from the selected cache set are compared with the translated physical address
bits 31-12 and bits 11 and 10 of the untranslated page offset. If any one of the four tags
matches and the tag status is either valid or dirty, then the cache has a hit. During read
accesses, a half-line (two long words) is accessed at a time, requiring two cache accesses
for reads that are greater than a half-line or two long words. Write accesses within a cache
line require a single cache access. If a misaligned access crosses two pages, then the
partial access to the first page always happens twice, even if the pages are serialized.
Consequently, if the accesses span page boundaries, misaligned accesses 1o peripherals
are not possible unless the peripheral can tolerate double reads or writes.
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Figure 4-3. Caching Operation

Both caches contain circuitry to automatically determine which cache line in a set to use
for a new line. The cache controller locates the first invalid line and uses it: if no invalid
lines exist, then a pseudo-random replacement algorithm is used to select a valid line,
replacing it with the new line. Each cache contains a 2-bit counter, which is incremented
for each access to the cache. The instruction cache counter is incremented for each half-
line accessed in the instruction cache. The data cache counter is incremented for each
half-line accessed during reads, for each full fine accessed during writes in copyback
mode, and for each bus transfer resulting from a write in write-through mode. When a
miss occurs and all four lines in the set are valid, the line pointed to by the current counter
value is replaced, after which the counter is incremented.
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4.2 CACHE MANAGEMENT

Using the MOVEC inslruction, the caches are individually enabled to access the 32-bit
cache control register (CACR) illustrated in Figure 4-4. The CACR contains two enable
bits that allow the instruction and data caches 1o be independently enabled or disabled.
Setling one of these bits enables the associated cache without affecting the state of any
lines within the cache. A hardware reset clears the CACR, disabling both caches:
however, reset does not affect the tags, state information, and data within the caches. The
CINV instruction must clear the caches before enabling them. It is not recommended that
page descriptors be cached. Specifically, the M68040 does not support the caching of
page descriptors in copyback mode with the bit pattem U =0, M =1, and R = 1 in a page
descriptor. The M68040 table search algorithm will never leave this bit pattern for a page
descriptor.

31 20 16 15 14 4}
{ oE | UNDEFINED [ e | UNDEFINED ]
DE Enable Data Cache

IE Enable Instruction Cache

Figure 4-4. Cache Control Register

System hardware can assert the cache disable (CDIS) signal to dynamically disable both
caches, regardless of the state of the enable bits in the CACR. The caches are disabled
immediately after the current access completes. If CDIS is asserted during the access for
the first half of a misaligned operand spanning two cache lines, the data cache is disabled
for the second half of the operand. Accesses by the execution units bypass the caches
while they are disabled and do not affect their contents (with the exception of CINV and
CPUGSH instructions). Disabling the caches with CDIS does not affect sncop operations.
CDiS is intended primarily for use by in-circuit emulators to allow swapping between the
tags and emulator memcries.

Even if the instruction cache is disabled, the M68040C can cache instructions because of
an internal cache line register. This happens for instruction loops that are completely
resident within the first six bytes of a half-line. Thus, the cache line helding register can
operate as a small cache. If a loop fits anywhere within the first three words of a half-line,
then it becomes cached.

The CINV and CPUEH instructions support cache management in the supervisor mode.
CINV allows selective invalidation of cache entries. CPUSH performs two operations: 1)
any selected data cache lines containing dirty data are pushed to memory; 2) all selected
cache lines are invalidated. This operation can be used to update a page in memory
before swapping it out with snooping disabled or to push dirty data when changing a page
caching mode to write-through. Because of the size of the caches, pushing pages or an
entire cache incurs a significant time penalty. However, these instructions are
interruptable to avoid large interrupt latencies. The state of the CDIS signal or the cache
enable bits in the CACR does not affect the cperation of CINV and CPUSH. Both
instructions allow operation on a single cache line, all cache lines in a specific page, or an

MOTORCLA M68040 USER’S MANUAL 4-5

For More Information On This Product,
Go to: www.freescale.com




Freescale Semiconductor, Inc.

entire cache, and can select one or both caches for the operation. For line and page
cperations, a physical address in an address register specifies the memory addrass.

4.3 CACHING MODES

Every IU access to the cache has an associated caching mode that determines how the
cache handles the access. An access can be cachable in either the write-through or
copyback modes, or it can be cache inhibited in nonserialized or serialized modes. The
CM tield corresponding to the logical address of the access normatly specifies, on a page-
by-page basis, one of these caching modes. The default memory access caching mode is
nonserialized. When the cache is enabled and memory management is disabled, the
default caching mode is write-through. The transparent translation registers and MMUs
allow the detaults to be overridden. In addition, some instructions and 1U operations
perform data accesses that have an implicit caching mode associated with them. The
following paragraphs discuss the different caching accesses and their related cache
modes.

4.,3.1 Cachable Accesses

It a page descriptor's CM field indicates write-through or copyback, then the access is
cachable. A read access to a write-through or copyback page is read from the cache if
matching data is found. Otherwise, the data is read from memory and used to update the
cache. Since instruction cache accesses are always reads, the selection of write-through
or copyback modes do not affected them. The following paragraphs describe the write-
through and copyback modes in detail.

4.3.1.1 WRITE-THROUGH MODE. Accesses to pages specified as write-through are
always written to the external address, although the cycle can be buffered, keeping
memory and cache data consistent. Writes in write-through mode are handled with a no-
write-allocate policy—i.e., writes that miss in a data cache are written to memory but do
not cause the corresponding line in memory to be loaded into the cache. Write accesses
always write through to memory and update matching cache lines. Specifying write-
through mode tor the shared pages maintains cache coherency for shared memory areas
in @ multiprocessing environment. The cache supplies data to instruction or data read
accesses that hit in the appropriate cache; misses cause a new cache line to be loaded
into the cache, replacing a valid cache ling if there are no invalid lines.

4.3.1.2 COPYBACK MODE. Copyback pages are typically used for local data structures
or stacks to minimize external bus usage and reduce write access latency. Write accesses
to pages specified as copyback that hit in the data cache update the cache line and set
the corresponding D-bits without an external bus access. The dirty cached data is only
written to memory if 1) the line is replaced due to a miss, 2} a cache inhibited access
matches the line, or 3) the CPUSH instruction explicitly pushes the line. If a write access
misses in the cache, the memory unit reads the needed cache line from memory and
updates the cache. When a miss causes a dirty cache line to be selected for replacement,
the memory unit places the line in an internal copyback buffer. The replacement line is
read into the cache, and writing the dirty cache line back to memory updates memaory.
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4.3.2 Cache-Inhibited Accesses

Address space regions containing targets such as 1/0 devices and shared data structures
in multiprocessing systems can be designated cache inhibiled. If a page descriptor's CM
field indicates nonserialized or serialized, then the access is cache inhibited. The caching
operation is identical for both cache-inhibited modes. If the CM field of a matching address
indicates either nonserialized or serialized modes, the cache controiler bypasses the
cache and performs an external bus transfer. The data associated with the access is not
cached internally, and the cache inhibited out (CIOUT) signal is asserted during the bus
transfer to indicate to external memory that the access should not be cached. If the data
cache line is already resident in an internal cache, then the data cache line is pushed from
the cache if it is dirty or the data cache line is invalidated if it is valid.

If the CM ftield indicates serialized, then the sequence of read and write accesses to the
page is guaranteed to match the sequence of the instruction order. Without serialization,
the IU pipeline allows read accesses to occur before completion of a write-back for a
previous instruction. Serialization forces operand read accesses for an instruction to occur
only once by preventing the instruction from being interrupted atfter the operand fetch
stage. Otherwise, the instruction is aborted, and the operand is accessed when the
instruction is restarted. These guarantees apply only when the CM field indicates the
serialized mode and the accesses are aligned. Regardless of the selected cache mode,
locked accesses are implicitly serialized. The TAS, CAS, and CAS?2 instructions use
locked accesses for operands in memory and for updating translation table entries during
table search operations.

4.3.3 Special Accesses

Several other processor operations result in accesses that have special caching
characteristics besides those with an implied cache-inhibited access in the serialized
mode. Exception stack accesses, exception vector fetches, and table searches that miss
in the cache do not allocate cache lines in the data cache, preventing replacement of a
cache line. Cache hits by these accesses are handled in the normal manner according to
the caching mode specified for the accessed address.

Accesses by the MOVE16 instruction also do not allocate cache lines in the data cache for
either read or write misses. Read hits on either valid or dirty cache lines are read from the
cache. Write hits invalidate a matching line and perform an external access. Interacting
with the cache in this manner prevents a large block move or block initialization
implemented with a MOVE16 from being cached, since the data may not be needed
immediately.

If the data cache is re-enabled after a locked access has hit and the data cache was
disabled, the next non-locked access that results in a data cache miss will not be cached.

4.4 CACHE PROTOCOL

The cache protocol for processor and snooped accesses is described in the following
paragraphs. in all cases, an external bus transfer will cause a cache ling state to change
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only if the bus transfer is marked as snoopable on the bus. The protocols described in the
tollowing paragraphs assume that the data is cachable {i.e., write-through and copyback).

4.4.1 Read Miss

A processor read that misses in the cache causes the cache controller to request a bus
transaction that reads the needed line from memory and supplies the required data to the
IU. The line is placed in the cache in the valid state. Snooped external reads that miss in
the cache have no alfect on the cache.

4.4.2 Write Miss

The cache controller handles processor writes that miss in the cache differently for write-
through and copyback pages. Write misses to copyback pages cause the processor to
perform a bus transaction that writes the needed cache line into its cache from memory in
the same manner as for a read miss. The new cache line is then updated with the write
data, and the D-bits are set for each long word that has been modified, leaving the cache
line in the dirty state. Write misses to write-through pages write directly to memory without
loading the corresponding cache line in the cache. Snooped external writes that miss in
the cache have no affect on the cache.

4.4.3 Read Hit

The cache controller handles processor reads that hit in the cache ditferently for write-
through and copyback pages. No bus transaction is performed, and the state of the cache
line does not change. Physical address bit 3 selects either the upper or lower half-line
containing the required operand. This hali-line is driven onto the internal bus. If the
required data is allocated entirely within the half-line, only one access into the cache is
required. Because the organization of the cache does not allow selection of more than one
half-line at a time, misalignment across a half-line boundary requires two accesses into
. the cache.

A snooped external read that hits in the cache is ignored if the cache line is valid. If the
snooped access hits a dirty line, memory is inhibited from responding, and the data is
sourced from the cache directly to the alternate bus master. A snooped read hit does not
change the state of the cache line unless the snooped access also indicates mark invalid,
which causes the line to be invalidated after the access, even if it is dirty. Alternate bus
masters should indicate mark invalid only for line reads to ensure the entire line is
transferred before invalidating.

4.4.4 Write Hit

The cache controller handles processor writes that hit in the cache differently for write-
through and copyback pages. For write-through accesses, a processor write hit causes
the cache controller to update the affected long-word entries in the cache line and to
request an external memory write transfer to update memory. The cache line state does
not change. A write-through access to a line containing dirty data constitutes a system
programming error even if the D-bits for the line are unchanged. This situation can be
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avoided by pushing cache lines when a page descriptor is changed and ensuring that
allernate bus masters indicate the appropriate snoop operation for writes to corresponding
pages (i.e., mark invalid for write-through pages and sink data for copyback pages). If the
access is copyback, the cache controller updates the cache line and sets the D-bit for of
the appropriate long words in the cache line. An external write is not performed, and the
cache line state changes to, or remains in, the dirty state.

An alternale bus master can drive the SCx signals for a write access with an encoding that
indicates to the M68040 that it should sink the data, inhibit memory, and respond as a
slave if the access hits in the cache. The cache operation depends on the access size and
current line state. A snooped line write that hits a valid line always causes the
correspunding cache line to be invalidated. For snooped writes of byte, word, or long-word
size that hit a dirty line, the processor inhibits memory and responds to the alternate bus
master as a slave, sinking the data. Data received from the alternate bus master is written
to the appropriate long word in the cache line, and the D-bit is set for that entry. The cache
controfler invalidates a cache line if the snoop control pins have indicated that a matching
cache line is marked invalid for a snoop write.

4.5 CACHE COHERENCY

The M68040 provides several different mechanisms to assist in maintaining cache
coherency in multimaster systems. Both write-through and copyback memory update
techniques are supported to maintain coherency between the data cache and memaory.

Alternate bus master accesses can reference data that the M6804G caches, causing
coherency problems if the accesses are not handled properly. The M68040 snoops the
bus during alternate bus master transfers. If a write access hits in the cache, the ME8040
can update its internal caches, or if a read access hits, it can intervene in the access to
supply dirty data. Caches can be snooped even if they are disabled. The alternate bus
master controls snooping through the snoop control signals, indicating which access can
be snooped and the required operation for snoop hits. Table 4-1 lists the requested snoop
operation for each encoding of the snoop control signals. Since the processor and the bus
snocoper must both access the caches, the snoop controller has priority over the processor
for snocpable accesses to maintain cache coherency.

Table 4-1. Snoop Control Encoding

Requested Snoop Operation
SC1 SCo Afternate Bus Master Read Access Alternate Bus Master Write Access
0 0 Inhibit Snooping Inhibit Snooping
0 1 Supply Dirty Data and Leave Dirty Data Sink Byte/Word/Long/Long Word
1 0 Supply Dinty Data and Mark Line tnvalid Invalidate Line
1 1 Reserved {Snoop Inhibited) Reserved (Snoop Inhibited)

The snocping protocol and caching mechanism supported by the MB8040 are optimized to
support multimaster systems with the M68040 as the single caching master. In systems
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implementing multiple MC68040s as bus masters, shared data should be stored in write-
through pages. This procedure allows each processor to cache shared data for read
access while forcing a processor write to shared data to appear as an external write to
memory, which the other processors can snoop.

If shared data is stored in copyback pages, only one processor at a time can cache the
data since writes to copyback pages do not access the external bus. If a processor
accesses shared data cached by another processor, the slave can source the data to the
master without invalidating its own copy only if the transfer to the master is cache
inhibited. For the master processor to cache the data, it must force invalidation of the
slave processor's copy of the data (by specifying mark invalid for the snoop operation),
and the memory controller must monitor the data transfer between the processors and
update memory with the transferred data. The memory update is required since the
master processor is unaware of the sourced data (valid data from memory or dirty data
from a snooping processor) and initially creates a valid cache line, losing dirty status if a
snooping processor supplies the data.

Coherency between the instruction cache and the data cache must be maintained in
software since the instruction cache does not monitor data accesses. Processor writes
that modify code segments (i.e., resulting from self-modifying code or from code executed
to load a new page from disk) access memory through the data memory unit. Because the
instruction cache does not monitor these data accesses, stale data occurs in the
instruction cache if the corresponding data in memory is modified. invalidating instruction
cache lines before writing to the correspending memory lines can prevent this coherency
problem, but only if the data cache line is in write-through mode and the page is marked
serialized. A cache coherency problem could arise if the data cache line is configured as
copyback and no serialization is dene.

To tully support self-modifying code in any situation, it is imperative that a CPUSHA
instruction be executed before the execution of the first self-modified instruction. The
CPUSHA instruction has the effect of ensuring that there is no stale data in memory, the
pipeline is flushed, aind instruction prefetches are repeated and taken from external
memory.

Another potential coherency problem exists due to the relationship between the cache
state information and the translation table descriptors. Because each cache line reflects
page state information, a page should be flushed from the cache before any of the page
attributes are changed. The presence of a valid or dirty cache line implicitly indicates that
accesses to the page containing the line are cachable. The presence of a dirty cache line
implies that the page is not write protected and that writes to the page are in copyback
mode. A system programming error occurs when page attributes are changed without
flushing the corresponding page from the cache, resulting in cache line states inconsistent
with their page definitions. Even with these inconsistencies, the cache is defined and
predictable.
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4.6 MEMORY ACCESSES FOR CACHE MAINTENANCE

The cache controller in each memory unit performs all maintenance activities that supply
data from the cache to the execution units. The activities include requesting accesses to
the bus interface unit for reading new cache lines and writing dirty cache lines to memory.
The following paragraphs describe the memory accesses resulting from cache fill
operations (by both caches} and push operations (by the data cache). Refer to Section 7
Bus Operation for detailed information about the bus cycles required.

4.6.1 Cache Filling

When a new cache line is required, the cache controller requests a line read from the bus
controller. The bus controller requests a burst read transfer by indicating a line access
with the size signals (S1Z1, S1Z0) and indicates which line in the set is being loaded with
the transfer line number signals (TLNT, TLNO). TLN1 and TLNO are undefined for the
instruction cache. These pins indicate the appropriate line numbers for data cache
transfers only. Table 4-2 lists the definition of the TLNx encoding.

Table 4-2. TLNx Encoding

TLN1 TLNO Line
0 0 Zero
C 1 Ona
1 0 Two
1 1 Three

The responding device sequentially supplies four long words of data and can assert the
transfer cache inhibit signal (TCI) if the line is not cachable. if the responding device does
not support the burst mode, it should assert the TBI signal for the first long word of the line
access. The bus controller responds by terminating the line access and completes the
remainder of the line read as three, sequential, long-word reads.

Bus controller line accesses implicitly request burst mode operations from external
memory. To operate in the burst mode, the device or external hardware must be able to
increment the low-order address bits as described in Section 7 Bus Operation. The
device indicates its ability to support the burst access by acknowledging the initial long-
word transfer with transfer acknowledge (TA) asserted and TBI negated. This procedure
causes the processor to continue to drive the address and bus control signals and to latch
a new data value for the cache line at the completion of each subsequent cycle (as
defined by TA) for a total of four cycles. The bursting mechanism requires addresses to
wrap around so that the entire four long words in the cache line are filled in a single
operaticn.

When a cache line read is initiated, the first cycle attempts to load the line entry

corresponding to the instruction half-line or data item requested by the IU. Subsequent
transfers are for the remaining entries in the cache line. In the case of a misaligned
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access in which the operand spans two line entries, the first cycle corresponds to the line
entry containing the portion of the operand al the lower address.

The cache controller temporarily stores the data from each cycle in a line read buffer,
where it is immediately available to the IU. If a misaligned access spans two entries in the
ling, the second portion of the operand is available to the IU as soon as the second
memory cycle completes. A new |U access that hits the cache line being filled is also
supplied data as soon as the required long word has been received from the bus
controller. During the period required to fill the butfer, other IU accesses that hit in the
cache are supplied data. This is vertical for a short cache-inhibited code loop that is less
than eight bytes in length. Subsequent interactions of the loop hit in the butfer, but appear
1o hit in the cache since there is no external bus activity associated with the reads.

The assertion of TCI during the first cycle of a burst read operation inhibits loading of the
buffered line into the cache, but it does not cause the burst transfer (or pseudo-burst
transfer if TBI is asserted with TCI) to be terminated early. The data placed in the buffer is
accessible by the 1U until the last long word of the burst is transferred from the bus
controller, after which the contents of the buffer are invalidated without being copied into
the cache. The assertion of TCi is ignored during the second, third, or fourth cycle of a
burst operation and is ignored for write operations.

A bus error occurring during a burst operation causes the burst operation to abort. If the
bus error occurs during the first cycle of a burst, the data from the bus is ignored. If the
access is a data cycle, exception processing proceeds immediately. If the cycle is for an
instruction prefetch, a bus error exception is pending. The bus error is processed only if
the 1U attempts to use either instruction word. Refer to Section 7 Bus Operation for more
information about pipeline operation.

For either cache, when a bus error occurs on the second cycle or later, the burst operation
is aborted and the line buffer is invalidated. The processor may or may not take an
exception, depending on the status of the pending data request. If the bus error cycle
contains a portion of a data operand that the processor is specifically waiting for {e.g., the
second half of a misaligned operand), the processor immediately takes an exception.
Otherwise, no exception occurs, and the cache line fill is repeated the next time data
within the line is required. In the case of an instruction cache line fill, the data from the
aborted cycle is completely ignored.

On the initial access of a line read, a retry (indicated by the assertion of TA and TEA)
causes the bus controller to retry the bus cycle. However, a retry signaled during the
remaining cycles of the line access (either burst or pseudo-burst) is recognized as a bus
error, and the processor handles it as described in the previous paragraphs.

A cache inhibit or bus error on a line read can change the state of the line being replaced,
even though the new line is not copied into the cache. Before loading a new line, the
cache line being replaced is copied to the push buffer; if it is dirty, the cache line is
invalidated. If a cache inhibit or bus error occurs on a replacement line read, a dirty line is
restored to the cache from the push buffer. However, the line being replaced is not
restored in the cache if it was originally valid and the cache line remains invalid. If the line
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read resulling from a write miss in copyback mode is cache inhibited, the write access
misses in the cache and writes through to memory.

4.6.2 Cache Pushes

When the cache controller selects a dirty data cache line for replacement, memory must
be updated with the dirty data before the line is replaced. This occurs when a CPUSH
instruction execution explicitly setects the cache and when a cache inhibit access hits in
the cache. To reduce the requested data’s latency in the new line, the dirty line being
replaced is temporarily placed in a push buffer while the new line is fetched from memory.
When a line is allocated to the push buffer, an alternate bus master can snoop it, but the
execution units cannot access it. After the bus transfer for the new line successfully
completes, the dirty cache line is copied back to memory, and the push buffer is
invalidated. If the operation to access the replacement line is abnormally terminated or
signaled as cache inhibited, the line in the push buffer is copied back into its original
position in the cache, and the processor continues operation as described in the previous
paragraphs.

The number of dirty long words in the line to be pushed determines the size of the push
transfer on the bus, minimizing bus bandwidth required for the push. A single long word is
written to memory using a long-word push transfer if it is dirty. A push transfer is
distinguished from a normal write transfer by an encoding of 000 on the transfer modifier
signals {TM2-TMO) for the push. Asserting TA and TEA retries the transfer; a bus-error-
asserted TEA terminates it. If a bus error terminates a push transfer, the processor
immediately takes an exception.

A line containing two or more dirty long words is copied back to memory, using a line push
transfer. For a line push, the bus controller requests a burst write transfer by indicating a
line access with SIZ1 and SI1Z0. The responding device sequentially accepts four long
words of data. If the responding device does not support the burst mode, it should assert
TBI for the first long word of the line access. The bus controller responds by terminating
the line access and completes the remainder of the line push as three, sequential, fong-
word writes. The first cycle of the burst can be retried, but the bus controller interprets a
retry for any of the three remaining cycles as a bus error. If a bus error occurs in any cycle
in the line push transfer, the processor immediately takes an exception.

A dirty cache line hit by a cache-inhibited access is pushed before the external bus access
occurs. If the access is part of a locked transfer sequence for TAS, CAS, or CAS?2
operand accesses or translation table updates, the LOCK signal is also asserted for the
push access.

4.7 CACHE OPERATION SUMMARY

The instruction and data caches function independently when servicing access requests
from the [U. The following paragraphs discuss the operalional details for the caches and
present state diagrams depicting the cache line state transitions.
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4.7 1 Instruction Cache

The 1U uses the instruction cache to store instruction prefetches as it requests them.
Instruction prefetches are normally requested from sequential memory locations except
when a change of program flow occurs (e.g., a branch taken) or when an instruction that
can modify the status register (SR) is executed, in which case the instruction pipe is
automatically flushed and refilled. The instruction cache supports a line-based protocol
that allows individual cache lines te be in either the invalid or valid states.

For instruction prefetch requests that hit in the cache, the half-line selected by physical
address bit 3 is multiplexed onto the internal instruction data bus. When an access misses
in the cache, the cache controller requests the line containing the required data from
memory and places it in the cache. If available, an invalid line is selected and updated
with the tag and data from memory. The line state then changes from invalid to valid by
setting the V-bit. if all lines in the set are already valid, a pseudo-random replacement
algorithm is used to select one of the four cache lines replacing the tag and data contents
of the line with the new line information. Figure 4-5 illustrates the instruction-cache line
state transitions resulting from processor and snoop controller accesses. Transitions are
labeled with a capital letter, indicating the previous state, followed by a number indicating
the specific case listed in Table 4-3.

I3-CINV/CPUSH V1-CPU READ MiSS
V2-CPU READ HIT
11-CPU READ MISS
INVALID ) ( VALID
-
V3-CINVICPUSH
VE-SNOOP READ HIT
V6-SNOOP WRITE HIT

Figure 4-5. Instruction-Cache Line State Diagram
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Table 4-3. Instruction-Cache Line State Transitions

Current State

Cache Operation Invalid Cases Valid Cases

CPU Read Miss It | Read lina from memory; V1 | Readline frem memory; supply
supply data to CPU and data to CPU and update cache
update cache; go to valid (replacing old line); ramain in
state, current state.

CPU Read Hit 12 | Not Possible V2 | Supply data to CPU; remain in

current state.

Cache lnvalidate or Push 13 | No action; remain in V3 | No acticn; go to invalid state.

(CINV or CPUSH) current state.

Altarnate Master Read Hit 14 | Not possible; net snocped. V4 | Not possible; not snooped.

{Snoop Control = 01 — Leave Dirty)

Alternate Mastar Read Hit 15 | Not Possible V5 | No action; go to invalid state.
{Snoop Control = 10 — Invalidate)

Allernate Master Write Hit 8 [ Not Possible VE | No actien; go to invalid slate.
(Sncop Centrol = 01 — Leave Dirty or
Snoop Control = 10 ~ invalidate)

4.7.2 Data Cache

The IU uses the data cache to store operand data as it generates the data. The data
cache supports a line-based protocol allowing individual cache lines to be in one of three
states: invalid, valid, or dirty. To maintain coherency with memory, the data cache
supports both write-through and copyback modes, specified by the CM field for the page.

Read misses and write misses to copyback pages cause the cache controller to read a
new cache ling from memory into the cache. If available, an invalid line in the selected set
is updated with the tag and data from memory. The line state then changes from invalid to
valid by setting the V-tit for the line. If all lines in the set are already valid or dirty, the
pseudo-random replacement algorithm is used to sefect one of the four lines and replace
the tag and data contents of the line with the new line information. Belfore replacement,
dirty lines are temperarily buffered and later copied back to memory after the new line has
been read from memory. If a snoop access occurs before the buffered line is written to
memory, the snoop controller snoops the buffer and the caches. Figure 4-6 illustrates the
three possible states for a data cache line, with the possible transitions caused by either
the processor or snooped accesses. Transitions are labeled with a capital letter, indicating
the previous state, followed by a number indicating the specific case listed in Table 4-4.
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Figure 4-6. Data-Cache Line State Diagram
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VT—CINY V1--CPU READ MISS
VB—CPUSH V2—CPU READ HIT
V10—SNOOP READ HIT/INVALIDATE ::g:gﬁﬂ wgﬁg M‘;SMS?“T"
14—CPU WRITE MISSMT V11—SNOOP WRITE HIT/INVALIDATE
[T—CINV V12—SNOOP WRITE HIT/SINK DATA & V8—SNCOP READ RIT/LEAVE DIRTY
B—CPUSH SIZE = LINE
V13—SNOOP WRITE HIT/SINK DATA &
SIZE = LINE
_{
INVALID
11-—CPU READ MISS A
D7—CINY 13—CPU WRITE MISS/CB VI—CPU WRITE MISS/CB
D8—CPUSH Ve—CPUWRITE HIT/CB
D10—SNOOP READ
HIT/ANVALICATE
DH1—SNOOP WRITE HIT/ D1—CPU READ MISS
INVALIDATE
013--SNOOP WRITE HIT/SINK
DATA & SIZE « LINE
D2 ~CPU READ HIT
D3—CPU WRITE MISS/CB
D4—CPU WRITE MISSWT
ABBREVIATIONS: D5—CPU WRITE HIT/CB
WT—WRITE-THROUGH MODE Do—CPU WRITE st
CB-—COPYBACK MODE D9—SNOOP READ HITALEAVE DIRTY
012—SNOCP WRITE HIT/SINK DATA
SNOOP OPERATION INDICATES: & SIZE = LINE
READ OR WRITE / SNOOP CONTROL
ENCODING
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Table 4-4. Data-Cache Line State Transitions

Current State
Cache Operation Invalid Cases Valid Cases Dirty Cases
CPU Read Miss i1 | Read line from V1 | Read line from D1 | Bulter dity cache line;
memory; supply data memory; supp.y data read new line from
tc CPU and updats to CPU and update memory; supply data
cache; go to valid cache (replacing old to CPU and update
stata. line); remain in current cache; write buffered
state. dirty data to mamoty,
go to valid state.
CPU Read Hit [2 | Not Possible V2 | Supply data tc CPU; D2 | Supply data to CPU;
remain in current state. remain in current state.
CPU Write Miss 13 | Read line from V3 | Read line from D3 | Buffer diny cache line:
{Copyback) memory inte cache; memory into cache read new line from
write data to cache; {replacing old line}; memeary; write data to
set Dn bits of modified write data to cache cache and set Dn bits;
long words; go to dirty and set Dn bits; go to write buffered dirty
stata, dirty state. data to memory;
remain in current state.
CPU Writa Miss |4 | Write data to memory; | V4 | Write data to memory; | D4 | Write data to memory;
{Write-through) remain in current state. remain in current state. remain in current state
(ses note).
CPU Write Hit 15 | Not Possible V5 | Write data into cache; | D5 | Write data in cache;
(Copyback) set Dn bits of modified set Dn bits of modified
long weords; ge to dirty long words; remain in
state. current state.
CPU Write Hit 16 | Not Possible V6 | Write data to cache; D& | Write data into cache
{Write-through) write data to memory; (no change to Dn bits);
remain in current state. write data to memory;
remain in current state
(see note).
Cache Invalidate 17 1 No action; remain in V7 | No action; go to invalid | D7 | No action (difty data
{CINV) current state. state. lost); go to invalid
state.
Cache Push i8 | No action; remain in VB | No action; go to invalid | D8 | Write dinty data to
(CPUSH) current state. state. memory; go to invalid
slate.
Alternate Master Read Hit 19 [ Not Pessible V9 | Ne action; remnain in D2 | Inhibit memory and
{Snoop Control = 01 current state. source data; remain in
— Leave Dinty) current state.

NOTE: Dirty state transitions D4 and D6 are the result of a system programming error and should be aveided even
though they are technically valid.
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Table 4-4. Data-Cache Line State Transitions (Continued)

Current State

Cache Operation Invalid Cases Valid Cases Dirty Cases
Alternate Master Read Hit | 110 | Not Possible V10| No action; g to invalid { D10 [ Inhibit memory and
(Snoop Control = 10 slate. source data; go to
~— Invalidate) invalid state
Alternate Master Write Hit 111 } Not Possible V11} No action; go to invalid | D11 No action: go to invalid
{Snoop Caontrel = 10 state. state.
—Invalidate)
Alternate Master Write Hit | 112 | Not Possible V12| No action; go to invalid | D12| Inhibit memory and
(Snoop Control = 01 stata, sink data; set Dn bits
— Sink Data and of modified long
Size = Line) words; remain in

current state,

Alternate Master Write Rit | 13 | Not Possible V13 No action: go to invalid | D13 No action; go 1o invalid
(Snoop Control = 01 state. state.
— Sink Data and
Size = Line)
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SECTION 5
SIGNAL DESCRIPTION

This section contains brief descriptions of the input and output signals in their functional
groups (see Figure 5-1). Each signal's function is briefly explained, referencing other
sections that contain detailed information about the signal and related operations. Table

5-1 lists the signal names, mnemonics, and functional descriptions of the input and output
signals for the M68040. Timing specifications for these signals can be found in Section 11
MC68040 Electrical and Thermal Characteristics.

MOTCRCLA

NOTES

Assertion and negation are used to specify forcing a signalto a
particular state. Assertion and assert refer to a signal that is
active or true. Negation and negate refer to a signal that is
inactive or false. These terms are used independent of the
voltage level (high or low) that they represent.

For the MC68040V, MC68LC040, MCE8EC040, and
MC68BECO040V ignore all references to the floating-peint unit
(FPU). For the MCEBEC040 and MCE8ECO040V only, ignore all
references to the memory management unit (MMU). Some pin
names are different on these parts; please refer to the
appropriate appendix in the back of this book for more
information.
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Table 5-1. Signal Index

Signal Name Mnemaonic Function
Address Bus A31-AD 32-bit address bus used to address any of 4-Gbytes.
Data Bus D31-D0 | 32-bit data bus used to transter up to 32 bits of data pet bus transfer.
Transfer Type TT1.T7T0 | Indicates the general transfer type: normal, MOVE 16, alternate logical
function code, and acknowledge.
Transfer Modifier TM2-TMO | Indicates supplemental information about the access.
Transfer Line Number TLN1,TLNO |} Indicates which cache line in a set is being pushed or loaded by the currant
line transfer.
User-Programmable UPA1,UPAQ | User-defined signals, controlled by the corresponding user attribute bits from
Attributes the address translation entry.
Read/Write RAW Identifies the transfer as a read or write,
Transter Size 8121,$1Z0 |lIndicates the data transfer size. These signals, together with AC and A1,
deline the active sections of the data bus.
Bus Lock [OCK Indicates a bus transter is part of a read-modify-write operation, and the
sequence of transfers should not be interrupted.
Bus Lock End LOCKE Indicales the current transfer is the last in a locked sequence of transfers.
Cache Inhibit Out Clout Indicates the processor will not cache the current bus transfer.
Transfer Start T35 Indicates the beginning of a bus transfer.
Transfer in Progress TP Asserted for the duration of a bus transfer.
Transfer Acknowledge TA Asserted to acknowledge a bus transfer.
Transfer Error TEA Indicates an error condition exists for a bus transfer.
Acknowledge
Transfer Cache Inhibit TCI Indicates the current bus transfer should not be cached.
Transfer Burst Inhibit TBI Indicates the slave cannot handle a line burst access.
Data Latch Enable’ DLE Alternate clock input used to latch input data when the processor is operating
in DLE mode,
Sneoop Control SC1.8C0 | Indicates the snooping operation required during an alternate master access.
Memory Inhibit M Inhibits memory devices from responding to an aliernale master access
during snooping operations.
Bus Request BR Asserted by the processor to request bus mastership.
Bus Grant BG Asserted by an arbiter to grant bus mastership to the processor.
Bus Busy BB Asserted by the current bus master to indicate it has assumed ownership of
the bus.
Cache Disable COI Oynamically disables the internal caches to assist emulator support.
MMU Disable? MDI Disables the translation mechanism of the MiMUs.
Resetin RSTI Processor reset.
Reset Out R3TO Asserted during execution of a RESET instruction to reset external devices.
Interrupt Priority Level® | iPLZ-PLD | Provides an encoded interrupt leve! to the processor.
Interrupt Pending {FEND indicates an interrupt is pending,
Autovector AVEC Used during an interrupt acknowledge transfer to request internal generation
of the vector number.
Processor Status PST3-PSTO | Indicates internal processor status.
Bus Clock BCLK Clock input used to derive all bus signal timing.
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Table 5-1. Signal Index (Continued)

Signal Name Mnemonic Function

Processor Clock pCLKY Clock input used for internal logic timing. The PCLK frequency is exactly 2 x
the BCLK frequency.

Test Clock TCK Clock signal for the |EEE P1149.1 Test Access Port (TAP)
Test Mods Select ™S Selects the principle opsarations of the test-suppon circuitry.
Test Data Input ™ Serial data input for the TAP.
Test Data Output TDO Serial data output for the TAP.
Test Reset TRST4 Provides an asynchronous reset of the TAP controller.
Power Supply Vee Powar supply.
Ground GND Ground connection.
NOTES:

1. This signal is only available on the MC68040.

2. This signal is not available on the MC68EC040 and the MC68EC040V,

3. These signals are different on power-up for the MC68LC040 and MCESEC040.
4. These signals ara not available on the MCE8040V and MCEBEC040V.
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NOTES:

1. This signal is only available on the MC68040.

2. This signal is not available on the MCEEEC040 and MCesECR40V.

3. These signals ara different on power-up for the MCEBLC040 and MCEBEC040.
4. These signals are not availabls on the MC68040YV and MCE8ECO40V.

Figure 5-1. Functional Signal Groups

5.1 ADDRESS BUS (A31-A0)

These three-state bidirectional signals provide the address of the first item of a bus
transfer (except for acknowledge transfers) when the ME8040 is the bus master. When an
alternate bus master is controlling the bus, the processor examines (snoops) these signals
to determine whether the processor should intervene in the access to maintain cache
coherency.

The level on CDIS can s